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Abstract

This thesis presents the results of a beam test on the M11 channel
at TRIUMF using data collected with a Muon Spin Rotation (uSR)
detector setup. The beam test was performed at a momentum range
of few percent above and below the u — m edge (at 29.79 Mev/c)
to search for polarized muons. The polarized muons (a.k.a. surface
muons) are produced from a 7+ decay at rest near the surface of the
production target. Some interesting features of the surface and un-
polarized cloud muons in the beam are presented at this momentum
range. The background and its depolarization effect on the surface
muons across the cyclotron RF period of 43.6 ns are investigated. It

was found that this beamline can be used as a surface u* source.
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Chapter 1

INTRODUCTION

1.1 Motivation and Objectives

It was suggested that the M11 channel can be an alternative source of polarized
muons at TRIUMF for various muon stopping experiments and that it can be
used to perform preliminary diagnostic tests for experiment E614. E614 is a
high precision muon decay experiment under preparation at TRIUMF and will

be performed on the M13 beamline.

The objective of the beam test on M11 is to search for polarized muons. M11
is a secondary beamline optimized for the transport of high momentum pions
and muons, and had not been used previously at low momentum. The polarized
muons on the M11 beamline are “surface” muons which are produced from pions
decaying at rest at the surface of the production target. The physics behind the

production of the ideal monoenergetic polarized muons is given in Chapter 2.

On seeing the signature time of flight spectra of polarized muons during a
preliminary test with a simple set-up of three scintillators, arrangement was made

for an experimental set-up whereby a technique called muon spin rotation (uSR)
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is used. From this the following quantities are determined for M11:

e the flux of the different particles in the beamline (polarized and unpolarized

muons, positrons and pions),
e the polarization of the muons,

e and a time window to discriminate between polarized muons and contam-

inant particles.

An overview of the uSR technique which involves the stopping and decay of
a polarized muon will be provided in Chapter 2. Chapter 3 will elaborate on the
experimental set-up. The analysis of the data and results will be discussed in

Chapter 4, and finally the conclusion will be given Chapter 5.



Chapter 2

THEORY

2.1 The ideal monoenergetic polarized ; beam

The collision of an accelerated primary proton beam (~ 500 MeV) with the nuclei
of the production target, e.g. carbon 12C produces positive pions (7*) via the
possible reaction

p+2C ot +X.

From the subsequent decay of the pions (7;+=26.03 ns), positive muons (u*) are

formed via the two-body decay
= ut +u,.

In the pion’s rest frame, linear momentum conservation requires that the de-
cay products, u* and v, are emitted in opposite directions with equal momenta.
Also because the pion is a spinless particle (i.e. it has no intrinsic angular mo-
mentum), conservation of angular momentum requires that u* and v, have equal
and opposite spin. This decay process is governed by the weak interaction which
- as defined in the Standard Model - has the remarkable property that it cre-

ates only left-handed or negative helicity neutrinos. i.e. the neutrinos have their
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positive muon | positive pion positron

pt x* et
Lifetime 2.19703(4) ps 26.033(5) ns >4.3x108 y
Type lepton meson lepton
Mass (MeV/c?) | 105.658389(34) | 139.56995(35) 0.51099907(15)
Mass (m.) 207 273 1
Charge (e) +1 +1 +1
Spin (k) 3 0 :

Table 2.1: Selected properties of the positive muon and other particles [].

electron neutrino | muon neutrino
Ve Vy
Type lepton lepton
Mass < 15eV < 0.17 MeV
Mean life/mass | > 7 x10° s/eV > 15.4 s/eV
Charge (e) 0 0
Spin (k) : :

Table 2.2: Selected properties of the electron and muon neutrinos [1].

spin angular momentum and linear momentum in opposite direction; and right-
handed or positive helicity antineutrinos. The mirror-image reaction does not
occur in nature, because the parity inversion performed by the mirror changes
a left-handed neutrino to a right-handed one, which the weak interaction has
not been seen to produce. Hence, the u* must also have its spin antiparallel
to its momentum. This gives a monoenergetic beam of perfectly spin-polarized
muons from pion decay. Some properties of the positive muon and other particles

referred to in this thesis are given in Table 2.1 and Table 2.2.
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2.2 The Surface Muon Beam

The surface muon beam also known as “Arizona” beam was first realized after
the pioneering work of Pifer et al. in 1976 from University of Arizona [2]. The
concept of surface muon beams was motivated by the search for mugnium-to-
antimuonium conversion pte~ — p~e* [3]. It arose because of the need for
high intensities of low energy p*’s that can be stopped in samples of convenient
thickness (less than 1 cm). These are available in the required intensities only

from the two-body pion decay
at = ut +y,, (2.1)

from which the muon emerges with a momentum of 29.79 MeV/c and a kinetic
energy of 4.119 MeV in the pion rest frame. The lifetime of the free charged pion
is 26.03 ns.

Commonly, z* beams today are emitted from pion decay at rest in the sur-
face layer of the primary target where the pions themselves are produced by
collisions of high energy protons with the target nuclei, as illustrated in Figure
2.1 - hence the common name, surface muons {3]. This mode is not available
for negative muons because a negative pion (7~) stopping in the target behaves
like a heavy electron and rapidly cascades down to tightly bound orbitals where
the 7~ wavefunction overlaps with the nuclear wave function resulting in a very
high probability for strong interactions. Positive pions that have come to rest
in solids take up interstitial positions between atoms so they are too far from
nuclei to be captured. Their lifetime is unaffected by any properties of the target

material.
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Figure 2.1: “Arizona” or “surface muon™ beam produced from pion decaying at

rest near the surface of the production target.

2.2.1 Surface Muon As A Probe

An ever-increasing number of stopping muon (u¥) experiments involve sub-
atomic, atomic, molecular and condensed-matter physics and chemistry. The
most rapidly expanding application of surface muon beams is the muon spin
rotation and/or relaxation (uSR), where muons probe a variety of states of mat-
ter. In these applications, the surface muon beam offers the advantages of high
stopping rates in very small samples, a high degree of polarization and low cost

of construction and operation [3].
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In the chemical application, simple calculations of chemical reaction processes
and molecular structure are allowed due to the fact that the muonium atom
(Mu=pte~) and the hydrogen atom have the same size, almost the same reduced

mass and ionizing potential.

The application in condensed matter physics might be titled: “The Muon as
a Magnetic Probe.” Here u*SR is used to learn the location, electronic structure
and dynamical behaviour of muonium atoms in semiconductors. The study of
quantum diffusion of 4* and Mu in solids is another very important field, having
implications for the electronic and diffusive transport properties of the material.
Because muon decay provides a non-electromagnetic “signal,” pSR is a unique

probe for the magnetic behaviour of superconductors without causing distortion.

In particle physics the surface muon makes possible the study of the main
muon decay mode p — evi which serves as an ideal probe of the space-time
structure of the weak interaction. This comes about because the purely leptonic
nature of this decay eliminates any uncertainties due to the internal structure of

the particles.

2.3 Parity Violation

It was proposed by Lee and Yang in 1956 [4] that space-time principles of in-
variance under charge conjugation, time reversal, and parity transformation are
violated by the weak interactions responsible for the decay of nuclei, mesons, and
strange particles. Their hypothesis was accompanied by the suggestion that con-
firmation should be sought (among other places) in the study of the successive
decay reactions

= uty, (2.2)

ptoetu, .. (2.3)
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They pointed out that parity nonconservation implies a polarization of the spin
of the antimuons (p+’s) emitted from stopped pions (7+'s) in Equation (2.2)
opposite the direction of motion and that furthermore, the angular distribution
of the positrons e* in Equation (2.3) should serve as an analyzer for the muon
polarization. The first confirmation of parity violation in weak interactions im-

mediately followed from the results of
e the famous experiment on (3 decay of oriented nuclei by Wu et al. 5],

e and the above suggested meson experiment performed by Garwin et al., by
stopping, in carbon, the u* beam formed by forward decay in flight of 7+

mesons [6].

The most remarkable feature of the positive pion decay is that it maximally
violates parity symmetry, causing the p* to be emitted with perfect spin polar-
ization (Figure 2.2). The propensity of the muon decay positron in (2.3) to be
emitted in the direction of the spin of the u* is another consequence of parity
violation which allows us to infer the muon spin distribution. The information
is delivered to the experimenter in the form of rather high energy (up to 52.83
MeV) positrons which readily penetrate sample holders, cryostat and the detec-

tors used to establish the time and direction of the muon decay.

2.4 Michel Spectrum- the Standard Model ex-
planation for muon decay

Soon after the discovery of parity violation it was established that to the first
approximation the weak charged currents have “YV — A” (vector minus axial
vector) structure. All measurements in direct muon decay u~ = e~ + vy, + 7,

and its inverse, v, + e~ — p~ + v, are successfully described by the “V-4”
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+
T
= \\\// A
Nasas Seets
~ ~ +
M 7 | \\\ W
The muon from the pion decay at rest has
kinetic energy 4.119 MeV and
momentum 9.79 MeV/c.
note: The upper horizontal arrows represent the direction of the spin,
while those below indicate the direction of the linear momentum.

Figure 2.2: A pion 7* decay at rest (the mirror image of which can not occur in

nature) producing a perfectly polarized antimuon p* and neutrino v,.

interaction, which is a particular case of a local. derivative-free, lepton-number
conserving, four fermion interaction [7]. At energies well below my ¢, where my
(= 80.41 % 0.10 GeV) is the mass of W, the intermediate vector boson mediating
the weak interaction, the matrix element of muon decay is

Z gZp(é¢|r1|Ve)<’7ulr'7ll-‘u)~ (2.4)

¥=S.V.T
e.p=R.L

~ labels the type of interaction: I'%, [V, I'T represent a scalar, vector, or tensor
interaction. The indices ¢, u = R, L indicate the right- or left-handed chirality of
the electron or muon. The chiralities of the states v, and , are then determined
by the values of v, € and p. Existing information on the weak coupling constants,

g7, are given in Table 2.3.

The muon decay mode i — ev¥ has a branching ratio of ~ 100% [1]. Table

9.4 below shows the information on the u* decay modes.
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| g5, 1<0.066 |gkr|<0.033 |ggrl=0
|g5,1< 0125 |glpl<0.060 |g7p|<0.036
| g5, <0424 |g¥ 1< 0110 |gke |<0.122
|95, 1< 0550 |gf, |>0960 |gi,|=0

Table 2.3: Coupling constants g,. 90% confidence level experimental limits ().

The experimental uncertainty on the muon polarization in pion decay is included

Neglecting radiative corrections and masses of the neutrinos and e*, the dif-
ferential decay probability to obtain an e* with (reduced) energy between r and
z + dz, emitted at an angle between 6 and 8 + d with respect to the muon
spin ﬁ“ in the rest frame of a muon {u*) measured by a polarization insensitive

detector, is given by

@er
z2dzx dcosf
2p 26 _
3(l1-z)+ -§-(4:c -3)t Pcosf |l -z + —3-(41 -3)|. (2.5)
P, = |I3,‘| is the degree of muon polarization and z = E,./ max (E.) is the

reduced energy, where the maximum e* energy, max(E,) = m, /2 = 52.83 MeV.
p, €, and & and another parameter 7, that appears if m, is not neglected, are
the Michel parameters which are bilinear combinations of the weak interaction
coupling constants g],. The Standard Model interaction corresponds to one single
amplitude g}, being unity and all the others being zero, which gives p = §6 =
3/4,£=1and n=0.
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put Decay Modes

Mode fraction (I'\[) Confidence level
Fl C+U-“Ue ] 100%

T2 etv,v.y (1.4+0.4)%
T3 etvveete | (3.4+0.4) x 1075

Ty ety < 1.2% 90%
s ety <1.2x10711 90%
[ ete"et < 1.0x 10712 90%
r; et2y <72x1074 90%

Table 2.4: Experimental data on muon decay modes [1]. The limit on [s was
updated in 1999 (8].

2.4.1 The asymmetry, o

The energy and angular distribution of e* from p* decay, Equation (2.5), can

be rewritten as

d*r
dz dcos8

where a(z) is the anisotropic part of the spectrum, traditionally called the asym-

~ F(z) [1 + a(z)cosb], (2.6)

metry and also connotes the polarization of the muon spin ensemble since it incor-
porates P,; and F(z) is the isotropic energy dependent term. Using the Standard
Model value of the Michel parameters, the asymmetry factor a depends on the
e* energy as

2z -1

a(z) = :tP“-3—:_2—I

and the normalized isotropic part of e* energy spectrum has the form
F(z) = 22%(3 — 2z)

The decay distribution (Equation 2.6), F(z) and a(z) are shown graphically in
Figure 2.3.
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Figure 2.3: Reduced e* energy dependence of:(a) the energy and angular distri-
bution of e* from p* decay, (b) the isotropic energy term, F(z) in the Michel
spectrum, and (c) u+ decay asymmetry a(z).



CHAPTER 2. THEORY 13

For a 100% polarized u* beam, the theoretical asymmetry averaged over all
the possible e* energies fromz=0toz=11is

1

1
(a) = / afs) Flz) dz = £3,

which is very difficult to realize in practice. The empirical asymmetry « in a
given detector is dependent on the thickness, geometry and material of detectors

and target and the magnetic field.

2.5 Muon Spin Rotation, uSR

The beam test makes use of the uSR techniques whereby interesting properties
of the M11 channel are found. An overview of the physics taking place in uSR is
given here. The success of the uSR technique relies on two circumstances. These
are: the intrinsic polarization of the muons during their production from pions
7+ — p*v; and the anisotropy (preferred direction along the muon spin) of the

ositron emission in their subsequent decay u* — e*v,v, (10].
p b '

In this beam test the uSR technique is used to measure the polarization
of the surface muon beam. The muons are actually stopped in the sample in
an external magnetic field and decay at rest into a positron, a neutrino and
antineutrino (Figure 2.4). Muon spin rotation is illustrated in schematic form
in Figure 2.5. It is worthwhile to mention that it is not a scattering process.
The essence of muon spin rotation lies in the fact that the magnetic field applied
transverse (perpendicular) to the initial direction of the muon spin polarization
vector causes the the muon spin to precess around it at its Larmor frequency
(Figure 2.5(b)), given by the muon gyromagnetic ratio

'7“/27(’ = i C[C]

=135 8 -1
o7 mlke] 1.3553879(9) x 10° Hz T

The incident surface muon beam produced in the pion decay process is essentially
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L J

Figure 2.4: Schematic form of positive muon decay in the maximum probability
case when the neutrino and antineutrino go off in the same direction together,
and the positron exits along the antimuon’s spin with maximum energy of 53
MeV.

100% polarized. The initial polarization of the muon can be substantially pre-
served throughout the transport of the beam (in part because g, —2 is small) and
in the actual process of implantation and thermalization. On implantation into
matter all muon spins point in the same direction and in the absence of other in-
teractions will decay with a characteristic angular distribution P(6) = 1+acos(8)

(Figure 2.6), favouring the direction of the polarization vector.

Information on the muon polarization is carried by the decay positrons which
are sufficiently energetic to escape from the sample and are readily detected
in simple scintillation counters placed in the plane which is along the beam
direction, perpendicular to the magnetic field. One can imagine a somewhat
diffuse "lighthouse beam’ of positrons sweeping around, periodically illuminating

the detector.
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f )
(a) Implantation
of the p+
surface Q @
muon beam
muon
scintillator '
) (b) Precession of the B+
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magnetic field .
@ (c) Decay of the pu+
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T
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' \J '~\
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Figure 2.5: Representation of (a) muon implantation (b) muon spin rotation (i.e.
Larmor precession in a transverse magnetic field) and (c) disintegration of the
muons and detection of the emitted positrons. The polar diagram in (c) rotates

with the muon spin.
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Decay event data from the positron scintillation counters are fed into an
electronic data acquisition system leading to the gradual accumulation of a muon
spin rotation spectrum of decay event counts against time, an example of which
is shown in Figure 2.7. The horizontal axis represents the time elapsed from the
detection of a muon in the muon counter to its decay into a positron in the sample.
The overall exponential decay reflects the muon lifetime (2.2 microseconds) and
the precession of the muon spins is manifest in the superimposed oscillations as

the muon polarization sweeps past the positron detector.
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180

270

Figure 2.6: Angular distribution P(f) = 1 + acos(f) of the e from u* decay.
The asymmetry (anisotropy) « is 100% for the highest e* energy (52.83 MeV)

and } when averaged over all possible e* energies.
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Muon spin rotation spectrum
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Figure 2.7: Time spectrum for a simple uSR experiment with a transverse field.



Chapter 3

EXPERIMENTAL SET-UP

3.1 M11 Secondary Beamline

The experiment was performed on one of the secondary beamlines, M11, of the
500-MeV cyclotron at TRIUMF, Vancouver (Figure 3.1). The cycletron has a
beam burst period of 43.6 ns so that a brief pulse (~ 4 ns) of protons is delivered
every 43.6 ns (at high currents it is necessary to spread the proton beam pulse out
in time to reduce space charge effects). M11 views the production target 1AT1
which is 1 cm graphite at ~ 3° with respect to the primary proton beam, and
can be tuned to select surface muons obtained from the decay of positive pions
(r*). The pions are first produced by the collision of the primary proton beam
with the nuclei of the 1AT1 target. Positive pions then decay with a lifetime of

26.03 ns to produce one muon neutrino (vy) and one positive muon (p*).

Perhaps the most important development in muon beam technology was the
realization that by removing the windows that isolated the primary and sec-
ondary particle beamlines, and turning down the momentum tuning of the sec-
ondary channel, the low momentum positively charged surface muons could be

brought out to an experiment [2]. Those positive pions that happen to come to

19
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Figure 3.1: TRIUMF beamlines
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rest just within the surface of the pion production target decay to muons that
need penetrate only a short distance (a fraction of a millimeter at most) to escape
from the target into the beamline vacuum, with momenta up to the maximum
of Prmaz = 29.79 MeV/c. The distribution of the muons from the pion decay is

isotropic.

These muons have a range of about of 0.8 mm in graphite so they conve-
niently penetrate several thin windows but still stop in small samples, while the
spin of the muons remains almost completely polarized. Surface muon beams are
not mono-energetic since muons will come from pions decaying at various depths
in the pion production target; those that start out deeper will lose more energy
on their way out. The resulting muon flux rises with momentum, then drops
sharply at the “surface muon edge” at pmaz- The secondary beamline, with mag-
netic steering elements and positron separators (velocity selectors which remove
positron contamination from the muon beam) are tuned to transport muons in
a narrow momentum range AP/ P of a few percent, with P chosen to be ~1 /2%

below the surface muon edge, in order to achieve the greatest beam intensity.

The M11 beam line has two 60° left bends and is 11 m long. Figure 3.2 shows
the layout of the beam line and the location of the two foci and the slits. M11

may be considered to be composed of the following three sections:

e The front-end which separates the secondary pion beam from the primary

proton beam.

e The middle section which defines the beam momentum, produces a dis-

persed double-focus at the mid-plane.

e The rear section which produces a doubly achromatic beam spot at the

experimental target position.
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Figure 3.2: Layout of M11 channel. The angle particles are emitted into M11

from the target relative to the incident proton beam is shown larger for clarity,

in reality it is = 3°.
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M11 has slits for selecting the desired particles at the momentum dispersed focus
and the beam momentum acceptance. The momentum dispersion at the mid-
plane is 18 mm per % QFP. One may choose the momentum bite by setting this
midplane slit accordingly. In the experiment A P /P is chosen to be 1%, i.e. M11

is tuned to transport muons in a momentum range AP/P of %%.

The momentum of M11 is chosen by altering the current in the first dipole
bending magnet via computer control to select various percentages of the initial
reference momentum. The current in the other components in the beamline are
set by tuning to optimize flux. From reference [9] the momentum of the pion

beam in M11 is given by

P = [{( B1 Magnetic field in gauss ) x 0.03255} ~ 0.26]
+0.25% MeV/c , (3.1)

with no absorber in the mid-plane. No correction for absorber energy loss is

needed since no absorber is included. However this calibration is low by 2%.

The maximum momentum available on M11 is 416 MeV/c limited by the
septum magnet power supply. There is no minimum energy, although below 130
MeV/c it may be better to use M13 because of its larger solid angular acceptance
[9].

Most runs were taken with a 100 zA proton beam.

3.2 Detector Set-up

Figure 3.3 illustrates the basic experimental arrangement. Muons were detected
at the end of the secondary beam channel and in front of the stopping aluminum
target with external and internal 0.25 mm thick plastic scintillator counters, Cin

and C,, respectively. Range of 4.1 MeV muons in the counters is ~ 1.3 mm.
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The positron detector array consists of six scintillation counters, 6.4 mm thick,
labelled:

[

. Fi, (inner forward),

N

. Biy (inner backward),

L

Fou: (outer forward),

4. Bgy: (outer backward),

o

. U (upward), and
6. D (downward)

according to a “beam’s eye view” naming convention.

The external magnetic field, provided by Helmbholtz coils, is 70 gauss and
is applied perpendicular to the muon polarization, causing the muon spins to
undergo Larmor precession about the field. Since the decay e* will follow a
helical path in the external field the dimensions of the positron detector array is
such as to optimize its efficiency. For instance. at pe = 30 MeV/c the radius of
curvature p, of an orbit perpendicular to B = 70 gauss (0.007 tesla) is 14.3 m ,
as given by the formula

_ p[MeV/d]
p [m] = 300 x B [tesla]’

3.3 Stopping of the Polarized Muons in Alu-
minum

The muon stopping material is an aluminum sample of purity 99.999% and thick-

ness 1.0 mm, contained in an evacuated cryostat at room temperature. With the
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Figure 3.3: Side view of the detector setup
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beamline tuned to 29.79 MeV/c selection is made for the muons coming only
from the decay of pions that are at rest near the surface of the production tar-
get. This is because muons produced within the target lose momentum in making
their way to the surface. The range of these 'surface muons’ is small - approxi-
mately 0.6 mm in aluminum. Therefore, thin windows in the beamline and the
cryostat are required to allow the muons to reach their destination. All of the

surface muons are stopped in a thin target.

Stopping the polarized muons involves their implantation and thermalization
in a medium. The slowing down and stopping of the muons in metals is a complex
process. The time scales for the various processes by which the pt’s lose their
kinetic energy are short. The u*’s are decelerated within 100 picoseconds, which
is too rapid to allow any significant loss of polarization [11]. Also the primary
processes bring into play only electrostatic interactions or electron scattering
which are not spin-dependent [10].So there is rarely any loss of polarization during

thermalization, especially in metallic samples [10].

Any variation of the local field between different occupation sites in the stop-
ping sample will result in the muons dephasing as they precess, with a corre-
sponding gradual loss of polarization described by a relaxation function. These
characteristic frequencies and relaxation functions constitute the spectroscopy of

the system. For aluminum the relaxation is negligible.

Furthermore it is now known that u* depolarization is intimately related to
the formation of muonium through electron capture (Mu = pte”) [12]. What-
ever excitations of the medium that the muon passage may produce are quickly
dissipated and the electronic structure “heals” by the time the muon reaches
thermal energies. Polarized muons “see” an isotropic environment in aluminum.

In fact, pure aluminum gives rise to practically no depolarization of u* in the
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temperature range 1-300 K [13].

3.4 Electronics

An anticoincidence between the external muon counter and the internal decay
positron counter is used as trigger, i.e. Cout-Fin. Pulse-height and timing in-
formation were measured with analogue to digital converters (ADC’s) (LeCroy
9949A and 2249W) and TDC's (LeCroy 4208 and 2228A). The TDC (LeCroy
4208) used for the muon decay time has a time resolution of 1 ns and the other
which is used for the time of flight of the beam particles has a time resolution of
1 ns. Events were recorded on tapes at a rate of ~ 10% s~!. Data aquisition was

done using the VDACS acquisition system [14].

Raw counter pulses are fed to fast discriminators which generate logic pulses if
the raw pulse height is above a set threshold. The logic pulses are then processed
by the electronic circuit shown schematically in Figure 3.4. An incident muon
generates a pulse in the muon counters, C, and Ci, . A trigger in Coy but
not in the inner positron counter sends a start pulse to a fast digitizer (high-
frequency “clock™) of the 4208 TDC. Later the muon decays in the aluminum
sample, triggering a stop pulse in the positron counters, which stops the clock.
The time interval is digitized and the corresponding bin in a time histogram is

incremented.

The method used to acumulate uSR histograms requires that only one muon
be present in the sample at a time. This imposes a limit on the rate at which
muons would be implanted in the sample (and therefore on the rate at which

data can be accumulated). The probability of getting two muons is

P = R,
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where

R = muon flux rate (Hz), and

r = “gate” time, i.e. maximum of (tstop-tstart)

For P < 1, it is necessary to have R <1 /7. Muons are being delivered on M11
at a rate up to ~ 103s7! and the time interval T between a start pulse and a stop
pulse is < 9.7 microseconds. So the probability of a second muon entering the
system while the decay time of the first muon is being measured is ~ 1%. The
histogram incremented by the pile-up-gate is for counting events with pile-up

muons throughout the gate 7.

The TDC (LeCroy 2228A) is started by the event trigger and stopped by the
cyclotron capacitive probe pulse prescaled by 1/2. The division by 2 gives a stop
as much as twice the cyclotron period after the start. This allows a complete RF
cycle to be observed without distortion from the edges of the coincidence overlap

in the event trigger hardware.
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DATA ANALYSIS AND
RESULTS

4.1 Choosing the momentum of M11

The beam test was done only for positive particles at several momenta in the
range a few percent below and above 30 MeV/c. The reference tune used for the
M11 beam line is shown in Table 4.1 below. Since the momentum calibration
given by equation 3.1 is not quite right, the momenta were calculated by simple
scaling based on the fact that this particular setting is found to be at a momentum
1/4 % below the p—m edge, i.e. the reference momentum chosen is 29.72 MeV/c.
The p — m edge occurs at 29.79 MeV/c, the momentum at which a muon is
produced from a pion decaying at rest. To pick a momentum at, e.g. 1% above

the reference momentum of 29.72 MeV/c, the following procedures are taken:

e the beam line is adjusted via computer control through the command “m1l1

scale by 1 %"

e some time is allowed for the the current in the elements to stabilize to their

new values

30
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e the current in B2 is adjusted so that the ratio of the fluxes, Bl and B2
(from NMR read-outs) is 1.025

e the current in the septum magnet is adjusted so that the ratio of the flux

in Bl (from NMR read-out) to the current in the septum = 3.012.

Reference Tune Chosen for M11
Element | DAC| Current (A)
Bl 34128 | 49.32

B2 28798 | 31.86

Q1 510 22.95

Q2 482 20.26

Q3 559 25.39

Q4 20802 | 44.68

Q5 480 22.711

Q6 878 42.97

SX1 113 13.96

SX2 222 2.25

SX3 957 7.62

SX4 399 5.96

$X2.5 204 2.15

Septum | 2312 | 301.18

1AQ9 35154 | 40.28

Table 4.1: Setting of the M11 components at the reference momentum.

As the momentum of the beamline was changed in steps of 1/4% from the

reference momentum chosen at 29.72 MeV/c it was found that the hysteresis
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level is 0.03 %, i.e. the magnetic field intensity, measured using an NMR probe,

in the benders B1 and B2 (see Figure 3.2) is reproducible up to within 0.03%.

Data was analyzed on line and off line using the NOVA data analysis system
[15]. Electrons, muons, and pions were distinguished when possible in the thin
counters Ci, and Coy by pulse height and by timing against the machine RF
signal.

4.2 Transition at the p — 7 edge

An interesting feature of the surface muons produced in the target is that they
occur up to beamline momentum of 29.79 MeV/c, (the p — 7 edge), whereas
positrons, cloud muons and pions are transported at a wide range of momentum.
Muon clouds originate from pion decays outside, but in the vicinity of the target
with the right momentum and direction necessary to make it through the beam

transport system.

Figure 4.1 shows the time of flight of the M11 beam relative to the cyclotron
RF at p = 29.8 MeV/c, 30.4 MeV/c (2% above the p—7 edge) and 33.1 MeV/c
(11% above the edge). The raw TOF spectra are obtained without any cut and
the spectra with ADC cut are obtained by selecting events with ADC channel
greater than 130 for the external Coy counter. This cut is made to partially
suppress the e*’s. Note that the horizontal axis runs backward in time since the
9998 A TDC is started by the event trigger and stopped by the cyclotron RF.

The following six properties are observed from Figure 4.1:

e The characteristic exponential decrease in the surface put flux with time
due to pion at rest with a mean life of 26 ns, in Figure 4.1(b). Figure
4.1(b) is the time of flight spectrum at 29.8 MeV/c with partial positron

suppression.
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Figure 4.1: Transition at the g — 7 edge. The ADC cut (ADC1 > 130, see
Figure 4.2) on the pulse height distribution for the Cou is to partially suppress
the positrons in the time of flight spectra. The horizontal axis runs backward in

time.
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e The negligible existence of surface u* at momenta above the p — 7 edge as

seen from the absence of the exponential decrease in flux with time.

o The cloud pt which has the property of being time correlated becomes
noticeable above the . — 7 edge. The cloud p* peak walks across the TOF
spectrum with change in momentum. The difference in flight time for p*
relative to e+ is determined by the length of the flight path and the particle

masses.

e The flat background of e*’s from p* — e*viz decay following 7+ — ptv

decay.

o The e* peak which are time correlated with the cyclotron RF signal from
7% — ~7 decays in the production target whereby a photon is converted to

an e*e” pair [16,17].

e The m* peak becomes noticeable above the p — edge in Figure 4.1(f). the
time of flight with partial positron suppression at 33.1 MeV/c.

4.3 Event selection (background positrons)

The raw pulse height distribution in Ci, and Cout (Figure 4.2) at 29.79 MeV/c
shows that the amount of positrons is not negligible but not overwhelming. In
fact, as will be seen later, the ratio of positron to muon is ~1:1. The positrons
appear to have a higher energy loss in the C,y; counter than in the Cj, counter.
There is a definite pulse shape difference between muons and positrons in the
pulse height distribution in Cin and Cou (Figure 4.2). It is not possible to
have a cut in the energy loss in Coy which would be good enough to suppress
the positrons with negligible loss in muons (u*'s). To suppress the positron

background to a trivial level, the off-line selection on ADC channel higher than
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200 for the C;, counter was applied. The cut reduced the positron background
to ~1% of the total p* flux, without any cut applied to the Coy: counter.

4.4 Particle Fluxes

The fluxes for (surface and cloud) muons and the positrons are plotted in Figure
4.3. The slits are 9 mm open giving a AP/P of %% (the channel transmission
reaches its maximum at ~ 100 mm with AP/P = 5%). Only the pulse height
distribution of the C;, counter was used to calculate the flux because of the clean
cut available on it to separate the u*’s from the e*’s. The flux at other momenta
using this method is not available because of lack of data. The variation in e*
flux with momentum follows the same trend as that of the u*’s which indicates
that a large portion of the e*’s comes from muon decay in the detector setup. It
must be noted that there are many positrons that could pass uncounted because

they are below the threshold of the C;n counter.

The appearance of pions (7*’s) is seen from the time of flight spectrum (see
Figure 4.1(f)) only at 33.1 MeV/c which is the highest momentum M11 was run
at in the beam test. On applying cuts, summing over the =+ peak and making
correction for the flat background positrons in the TOF spectrum , the 7t flux
is 0.018 = 0.001 counts/(uA sec) which is & 7 % of the cloud ™ flux. Note that
33.1 MeV/c muons (with a kinetic energy of 5.1 MeV) have a range of 1.0 mm
in aluminum. Thus muons beyond that momentum will pass uncounted because
they will go through the 1.0 mm thick aluminum target and then vetoed in the
trigger by hitting the Fi, counter.

Particle fluxes with computer live time corrections were calculated as follows:
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Figure 4.3: Change in flux of (cloud and surface) u* and e* with momentum at
AP/P = 3}%. The p* flux is highest at the u— 7 edge (p = 29.79 MeV/c). Note

that there are many positrons that could pass “unseen” by the C;, counter.
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p flux in counts per (pA second)

sum of counts in the p peak of the Ci, pulse height spectrum
total T1l-ion counts

le-ion count rate per pA current of the primary proton beam
computer live time fraction )

The total Tl-ion count rate per puA current of the primary proton beam is

obtained by calculating the average

< T1-ion flux rate from the visual scalers

- = 267.4 = 7.0counts/(pA sec).
instantaneous proton beam current

The primary proton beam current was usually not constant and varied from
98 pA to 133 pA and was sometimes off for a while during which the analysis is

stopped. The computer live time fraction is given by:

total triggers when the computer is not busy
total triggers

live time fraction =

k]

where the trigger is the anticoincidence Coy.Fin. The live time fraction varied
from 56 % to 86 % at momenta when the surface muon flux is high and zero

respectively.

4.5 Fit For The Determination Of The Asym-
metry

The transverse-field muon-precession data are normally analyzed with the ex-
pression

N(t) = N,exp(—t/t,){l + cP(t) coswt + ¢| + Bkg, (4.1)
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where t,=2.20 ps is the mean lifetime of the muon, w is the precession fre-
quency, « is the the muon decay asymmetry, and Bkg is the accidental flat back-
ground. Relaxation of the polarization P(t) is typically taken as either Gaussian
exp(—02t?) or exponential exp(—At) [13]. The impurities in the aluminum sample
are low enough to neglect the effect of depolarization of the p* as it is implanted
and stopped in the sample (i.e., P(t) = 1, in the analysis). The free parameters
are N,, &, w, ¢ and Bkg. These are referred to as Py, P, P, Pj, and P; by the
fitting software.

Each of the six positron counters in Figure 3.3 behaves as a single detector.
However only the upward and downward counters are used to determine the
asymmetry and polarization because the data has a smaller background. Fig-
ure 4.4 shows the time spectrum of the six counters without cuts; the positron

background contamination is worse in forward-decay beams.

Figure 4.5 shows the variation in the asymmetry of the raw signal (with
no cuts applied) from the upward and downward e* counters with momentum
in the range ~2% above and below the pu — 7 edge (29.8 MeV/c). The data
includes background e*’s and cloud p*’s. It is expected that the asymmetry of
the surface muons is nearest to 1/3 at 29.8 MeV/c, see Table 4.2. From Table
4.2, it is seen that there is an uncertainty of 1 /4% in the value of the momentum
at the u— edge. The pulse height distribution in Cjy is not available to suppress
the background e*’s at all the momenta in Figure 4.5, since the threshold level
of the discriminator from the C;, counter was too high. From here onwards, only

the downward positron counter is used to analyze the beam polarization.



CHAPTER 4. DATA ANALYSIS AND RESULTS

Il

| v
1] i Vg og

OE...LIL-..lLY..!..vl

0 L1 1 1 l J - Ll 3 P . 1 n 0 p X [ I . i ——
o] 2500 5000 7500 10000 0 2500 5000 7500 10000
time in ns time in ns
& |
S 3000 ;
3 |
2000 E i
1000 £ !
(o T NN SEE e - J Ol...L...l....l.HJ
0 2500 5000 7500 10000 0 2500 95000 7500 10000
time in ns time in ns
0 04
< 6000 } = coo
3 | 3 3000
O 4000 o
E— ! 200C
2000 | 1000 b
; 3

Y

time in ns

o s
0 2500 5000 7500 10000 0 2500 5000 7500 10000

time in ns

40

Figure 4.4: Time spectra of the positron counters U, D, Bin, Fin, Fout, Bout

without cuts (row by row from left to right).
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setup.
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Momentum upward e* counter downward e* counter
in MeV/c | raw o | a with ADC cut | raw a | a with ADC cut
29.72 0.227 0.265 0.248 0.277
29.79 0.228 0.268 0.247 0.275
29.87 0.230 0.263 0.249 0.279
30.01 0.197 0.222 0.205 0.227

Table 4.2: Asymmetry of the surface muons at different momenta about the p—m
edge from the upward and downward positron counters. The statistical error is

negligible.
4.6 Pile-up gate

The logic for the pile-up gate trigger is
P.U.G.= trigger.(delayed trigger. BUSY).

Here, only the case at p = 29.79 MeV/c is considered. The flat pile-up time
spectrum in Figure 4.6(a), apart from the sharp peak shows that pile-up particles
are arriving at random in time in the time gate. Pile-up muons are the muons
arriving in the “uSR” time gate 7 of ~ 9.7 s followed by another particle. The
latter can be a positron, a pion or another muon. If the second particle is a
muon, the determination of the decay time will be uncertain, invalidating the
determination of the decay asymmetry. On summing for the pile-up muons in
the pulse height distribution for pile-up particles in the Cj, scintillation counter
(see Figure 4.6(e)) , their contribution is 2.7% of the total u* flux. This value
agrees with the estimation made in section 3.4. The pile-up muons in the sharp

peak amount to 0.26 % of the total u* flux.

The time of flight distributions for the pile-up gate in Figures 4.6(c) and (d)
show that the pile-up particles are surface muons and positrons. The pile-up
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Figure 4.6: (a) Pile-up gate time spectrum with no cuts, (b) time spectrum for
pile-up particles in upward e*-counter, (c) TOF of pile-up particles, (d) TOF
of pile-up particles with positron suppression , (e) pulse height distribution for
pile-up particles in the Ci, scintillation counter, (e) Pile-up gate time spectrum

with positron suppression.
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particles going in the U counter have a polarization of 75.5 + 0.9 % (see the
asymmetry fit in Figure 4.7). On the other hand polarization of the pile-up
muons arriving after the sharp peak in the positron counter U in the time gate

has a polarization of 99.9 + 1.5 % .

There was no provision in the electronics to reject these pile-up muons. The
rejection was done in the analysis. It will be seen in the last section of this
chapter that the distortion in the pSR spectra due to the pile-up particles is
negligible. Hence the probability that a second surface muon enters the time
gate T is negligible. The pile-up gate more likely is set by a positron following
a muon into the system. This would imply that the positron flux is a few times

greater than the muon flux.

4.7 Cloud ", its flux and polarization

Whether the cloud p*'s at the selected momenta are polarized or have a po-
larization opposite to that of surface p*’s is questionable. Four runs above the
p— edge, where there are no apparent surface u*’s, are chosen to deal with this
issue. Time of flight cuts were applied to the latter to select cloud p*'s. Also

pulse height cuts are applied to suppress the flat background of decay positrons.

There is no convergence when the fitting Equation 4.1 is applied to the cloud
muon data sample. Figure 4.8 shows the time spectra for positron decay from
cloud muons at 30.1, 30.5, 30.6 and 33.1 MeV/c. They are fitted with the
exponential fit

N(t) = N,exp(t/t,) + Bkg, (4.2)

where t, = 2.20 ps is the mean lifetime of the muon, and Bkg is the accidental

flat background. The free parameters are N,, t, and Bkg referred to as P, P,
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MeV/c; the absence of sinusoidal variation verifies the fact that the cloud pu*’s

are not polarized.
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and P; by the fitting software. The absence of sinusoidal variation verifies the
fact that the cloud u*’s are not polarized. The fitting value for t, is best for
the bottom left spectrum at 30.6 MeV/c because for this particular run there is
more data and the pulse height distribution for the C;i, counter is available for a

better suppression of background decay positrons.

The highest momentum at which the beamline M11 was run is 33.1 MeV/c.
From 30.3 to 33.1 MeV/c, where there is cloud p* and no apparent surface u*,
the total pu* flux, is calculated using the method in the section on “Particle
Fluxes”. It is almost constant at 0.25 £+ 0.02 counts/(uA second) (see Figure
4.3). It is extrapolated that at the p — 7 edge, at 29.8 MeV/c, the cloud p* flux

has the same value.

The following is an argument to explain why the cloud muon does not have a
polarization opposite to that of the surface muon. When the beamline is tuned for
a momentum above the —7 edge that momentum can be the sum of momenta of
a pion with a few MeV/c directed into the beamline and a muon decaying in the
same direction, as exemplified in Figure 4.9(a). There is also the case where the
pion has a momentum larger than the beamline tune momentum and the muon
decaying in the backward direction, as illustrated in Figure 4.9(b). The muon
in the the first case will have a polarization opposite of that in the second case.
The absence of the sinusoidal variation in the spectra in Figure 4.8, implying
zero polarization, shows that the two possibilities occur with equal probability
at the angle of 2.5° at which M11 views the = production target. Cloud muons
decrease the apparent polarization of the surface beam by the same percentage

of cloud muons in the beamline .
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&— Ly *
pion at 2.8 MeVic muon from the pion decay at 29.79 MeV/c
in the lab frame in the pion’s rest frame

)
beamline tune momentum at 32.0 MeV/c

(@) The muon coming off in the forward direction.

® — - ®
pion at 85.0 MeV/c muon from the pion decay at 29.79 MeV/c
in the lab frame in the pion’s rest frame
-

beamline tune momentum at 32.0 MeV/c

(b) The muon coming off in the backward direction.

Figure 4.9: Momentum of muon from pion decay in flight above the ;& — 7 edge,

at a beamline tune momentum p = 32.0 MeVe.
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4.8 Some features across the RF cycle at the
p—m edge

At the u—m edge (p = 29.79 MeV/c), the flux of surface muons is at a maximum.
In order to obtain a surface muon flux with minimum background contamination
and hence optimizing the beam polarization, a detailed analysis of some impor-
tant features is done across the RF cyclotron period. The latter is of a duration
of 43.5 nanoseconds; it is divided into six bins of 7.25 nanoseconds. The RF
period is chosen between two maxima in the surface muon flux in the TOF spec-
trum in Figure 4.14(a). Figure 4.14(a) shows the time of flight spectrum at the
p — m edge with pulse height cut for positron suppression. The TOF spectrum
is for one RF cycle from 32.5 ns to 76.0 ns. The flux of the different particles
and the asymmetry of the muon decay are investigated in these bins and a time
window in the TOF spectrum is then selected in which there are essentially no

contaminant particles.

4.8.1 u*, e* and n*, Their Flux and Time of Arrival

Figure 4.10 shows the variation in total (surface and cloud) muon flux and the
positron flux at the u — 7 edge (p = 29.79 MeV/c). By referring to Figure 4.1 it

can be deduced that the beam positrons arrive in the 1st and 6th bins.

Based on the fact that the beam et peak does not move with a change in
momentum of the beam; because due to small positron mass it travels with a
velocity very close to the speed of light from the 1AT1 production target; and
from the TOF spectra at 29.9 MeV/c, 30.0 MeV/c and 30.1 MeV/c in Figure
4.11, the following observations are made (a more detailed analysis is made in

the following sections):
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time.
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Figure 4.11: From these TOF spectra it is concluded that the beam e* and the

cloud p* peaks arrive almost in time at the g — 7 edge at 29.8 MeV/c. Note:

the horizontal axis goes backward in time.
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e At the pu — 7 edge (29.8 MeV/c), the cloud muon peak arrives almost in

time with the beam e*’s which are time correlated with the cyclotron RF.

e At 29.8 MeV/c both the beam e*’s and the cloud pt peaks arrive almost

in time with the sharp rise in surface p* flux in the TOF spectrum.

Hence, unwanted beam positrons and cloud muons appear in the first and sixth

bins.

Pions are time correlated to the RF cycle since they originate from the pro-
duction target. Because the pion is more massive than muon or positron, the
pion peak is expected to arrive later than the beam positron and cloud muon
peaks (see Table 4.3 below). Thus, at the p—7 edge, pions arriving at a negligi-
bly small rate of ~0.02 counts/(uA second) are also overlapping with the cloud

muon and beam positrons peaks too.

Particle | mass in MeV/c? | mean life flight time
et 0.51099907(15) stable 37 ns
ut 105.658389(34) 2.19703(4) ps | 135 ns
| 139.56995(35) 26.033(5) ns | 176 ns

Table 4.3: Particle mass, mean life and flight time. The flight time is for 29.8
MeV/c, the nominal length of M11 channel is 11 m and the cyclotron period is
43.6 ns.

4.8.2 Cloud Muon Movement in TOF Spectrum

The movement of the cloud muon peak from p = 30.3 MeV/c in Figure 4.12(b)
to p = 29.8 MeV/c in Figure 4.12(a) can be calculated kinematically. The

velocity(v) and momentum (p) of a muon are related by

Du = YTuMyuUy,
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in time.
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where m,, is the rest mass of the muon and v, is the relativistic factor given by
1
Yo =g
Vi-(%)

The above equations can be rearranged to give

Ve _ [P’
c pu?+my?

Assuming that the cloud muons originate near the 1AT1 pion production target,
the time of flight of the muons through the M11 channel is
d

t, = —
B '
Uy

where d = 11 m is the length of the M11 channel in the lab frame. For a small
change Ap/p = -1.7 % from p = 30.3 MeV/c to p = 29.8 MeV/c, At, = 2.0

nanoseconds. The formula used is

At = _gm}lz p#2 Ap#
g cpl? \|p2+m? by

The calculation is verified for the movement of the muon clouds in the TOF when
p changes from 30.3 MeV/¢ (Figure 4.12(b)) to 30.6 MeV/c (Figure 4.12(c)); the

calculated At, = 1.2 nanoseconds whereas the measured At, = 1.4 nanoseconds.

There is agreement to the nearest tdc bin (0.25 nanosecond per bin).

The cloud muon peak (Gaussian in shape) has a FWHM ~ 10 nanoseconds
and at 29.8 MeV/c it is estimated to be centered at 35.0 ns in the TOF spectrum
for one RF cycle in Figure 4.14(a). Thus most of the cloud muons (~96 %) are

in the first bin and the remaining appear in the 6th bin.

4.8.3 Positron Suppression

The pulse height cut applied on the Ci, counter suppresses the positron back-

ground from ~1 positron per surface muon to ~ 0.004 positron per surface muon
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at 29.8 MeV/c. Figure 4.13(b) indicates the remnant positrons in the time of
flight spectrum at 33.1 MeV/c when the pulse height cut is applied. This mo-
mentum is chosen as an illustration because the cloud muon peaks are arriving
far behind the beam positrons. About 55 % of the remnant positrons are beam
positrons and they do not move across the TOF spectrum when the beam mo-

mentum changes.

It is important to calculate this unwanted background in the six bins of the
RF period in order to understand the variation in the polarization of the muon

beam across the RF cycle.

4.8.4 Asymmetry Variation

It was found that the polarization of the beam is maximum at the p — 7 edge.
Since the contaminant 7*+'s, cloud p*'s and beam e*’s are strongly time cor-
related with respect to the RF it would be worthwhile to investigate how the

polarization of the beam varies across one cyclotron period.

The mechanism described in Chapter two produces muons that are intrin-
sically close to being 100% polarized. However in a real experiment there are

depolarization effects; and in this beam test there are three contributions:

e The muon beam divergence is not zero and thus the polarization is de-
creased by a factor given by the average of cos 6, where 8 is the angle of

the muon's momentum vector with respect to the beam axis.

e A typical positron detector intercepts a rather large solid angle and thus
averages appreciably over positron decay angles. For the upward and down-
ward positron detectors in the detector setup shown in Figure 3.3,

%, cos8 do

(cosf) = g

= 0.91,
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Figure 4.13: (a) Raw TOF, (b) TOF with pulse height cut, showing only cloud

muons and remnant positrons.
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where 20" is the angle subtended at the aluminum target by the two positron
detectors and ¢’ = tan™! g—';%, assuming the target position is centered with
respect to the detectors. This smears the decay distribution, resulting in an
apparent depolarization of 9+2% . The error of +2% is due the uncertainty

in the position and geometry of the counters.

o The depolarization effect of multiple scattering of muon passing through
matter is negligible. At Ap/p = 1 %, (cos )=0.9999 for carbon target.
Multiple scattering of the nonrelativistic muons from pion decay at rest

changes the muon’s direction of motion without changing its spin direction.

The asymmetry for the muon decay in the six different bins of the cyclotron
period is calculated by applying the fitting equation (4.1) to the positron spectra
of the upward counter corresponding to the different time bins. Two cuts are

applied to the these spectra:

e A dE/dz cut on the pulse height distribution in the C;n counter (ADC3 >
250).

e No pile-up muon present (TDC8 < 100).

The asymmetry fits are shown in Figure 4.15 and the polarization versus bin
number is plotted in Figure 4.14(b). The polarization incorporates the correction
for the the finite angle effect of the positron counter, and the error bars are mostly
due to the systematic uncertainty in the geometry of the counter. The following

four points are noted from Figure 4.14(b):

e As explained in the previous section, the unwanted particles have a higher
fux in the first and last bins; the cloud u*’s in the first and the e™’s in the
sixth bin.
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Results at 29.8 MeV/c (flux in counts/(uA sec))
time bin # | backgr flux | (surface p*+backgr) flux fu
1 0.258 + 0.001 1.31 £ 0.04 0.80 + 0.04
2 0.007 £ 0.001 0.87 £ 0.02 0.99 + 0.04
3 0.0030 £ 0.0002 1.10 £ 0.03 1.00 + 0.04
4 0.0019 + 0.0001 1.49 £ 0.04 1.00 £ 0.05
) 0.0030 £+ 0.0002 1.95 + 0.06 1.00 + 0.06
6 0.018 £ 0.001 2.57 £ 0.07 0.99 £ 0.06

Table 4.4: The background comprises remnant positrons and cloud muons, f, =
surface p*/(surface u* + background). The cyclotron period is divided into six

bins of 7.25 nanoseconds.

e The polarization is lowest in the first bin because of the lowest surface

muon to background ratio.

e The polarization rises from the first to the fifth bin because of the expo-
nential fall with time in the surface muon flux from pion decay at rest (the
horizontal axis goes backward in time) and the consequent relative decrease

in the background contribution.

e The polarization drops in the sixth bin due to the fall in the surface muon

to background ratio, the remnant beam positrons is highest in this bin.

The background flux, the surface muon flux and the ratio f, of surface muon
flux to sum of surface muon and background flux are calculated in the six bins

of the time of flight spectrum at 29.8 MeV/c (Figure 4.14 (a)) in the Table 4.4.

Since the background comprises cloud muons and accidental positron coinci-
dences which are randomly polarized and have no asymmetry, it is expected that
fu should agree with the ratio of asymmetry of the clean surface muon beam to
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Asymmetry varigtion across the cyclotron period at 29.8 MeV/c
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Figure 4.14: (a) The TOF spectrum for one RF cycle from 32.5 ns to 76.0 ns
with ADC cut (to suppress the e*), and (b) The polarization of the surface u*’s
in the six bins (7.25 ns per bin) into which the TOF spectrum in (a) was divided.
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Asymmetry results at 29.8 MeV/c

Bin number | measured « a/f,
1 0.2410 + 0.0020 | 0.30 £ 0.02
2 0.2642 + 0.0032 | 0.27 £ 0.01
3 0.2799 + 0.0024 | 0.28 £ 0.01
4 0.2834 + 0.0018 | 0.28 & 0.02
5

6

0.2881 + 0.0014 | 0.29 £ 0.02
0.2719 + 0.0010 | 0.27 & 0.02

Table 4.5: ¢/ f, = calculated asymmetry of clean surface p* beam in M11.

that of the surface muon beam with the remnant background. From the discus-
sion above on depolarization effects the asymmetry of the clean surface muon
beam in M11 is estimated to be ~ 0.28. This value can be tested by measuring
the ratio a/f,, where a is the measured asymmetry in the different bins. If the
background is understood correctly, the quantity a/f, ~ 0.28, independent of

the tdc bin. This is approximately the case, as shown in Table 4.5.

4.9 Time Window Selection

For positrons suppression pulse height selection was used. As for cloud muons
and pions, one way to avoid them is to select a time window in the TOF spectrum
in which cloud p* peak is excluded. Moreover the time window can be selected to
exclude the remanant beam positrons so that the overall positron contamination

is ~ 0.3 % of the total surface muon beam flux.

An acceptance region from 45.0 ns to 71.3 ns was chosen from the time of
flight at a momentum of 29.8 MeV/c. A combination of the cut based on this and

the one from pulse height shape of Cin (i.e. ADC3 greater than 250) increases the
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Asymmetry at the u — 7 edge (29.8 MeV/c)

Selection asymmetry | Polarization
No cuts 0.2278+0.0001

pulse height cut 0.2682+0.0001 | (88.4+2.0)%
pulse height and TOF cuts 0.2852+0.0005 | (94.0+2.2)%
pulse height, TOF and pile-up-gate cuts | 0.2849+0.0005 | (93.9+2.2)%

Table 4.6: Selections to optimize the asymmetry at 29.8 MeV/c. The polarization

incorporates the correction for the finite angle effect of the positron counter.

asymmetry from 0.228 to 0.285, see Table 4.6. Figure 4.17 shows the fit for the
asymmetry. A further cut on the pile-up-gate to suppress pile-up muons leaves
the asymmetry almost unchanged (Figure 4.18).
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Chapter 5

CONCLUSION

The secondary beamline M11, known as a fast pion channel, of the 500 MeV
cyclotron at TRIUMF was tested to investigate its use as a surface muon source.
It was run at momenta ranging from a few % above and a few % below 30 MeV/c.
The correspondig low velocity of ~4 MeV muons from pion decays at rest makes
it possible to achieve excellent identification of muons with thin scintillation
counters and electronic logic. Leaving the production target the beam consists
of pions, muons and positrons.

A detailed analysis was done at 29.79 MeV/c (the p—m edge), the momentum
of surface muon from pion decay at rest in the 1AT1 production target. At
this momentum the maximum surface p*’s flux measured on M11 is 9.5 &+ 0.3
counts/pA sec, after suppression of positrons and pile-up muons. These surface
p*’s have a polarization of 88.4+2.0%. The depolarization of ~12% is mainly

due to
e the non-zero u* beam divergence,
e pions and cloud muons (which is 2.7% of the surface p* flux) and

e remnant positrons (which is 0.4% of the surface u* flux) .
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At the p— 7 edge (29.8 MeV/c¢)

Particle | Flux in counts/uA sec
surface pu* | 9.46+0.33

cloud p* 1} 0.26+0.02

beam et | >6.0+0.2

decay et | >3.7£ 0.3

7t ~ 0.018+0.001

Table 5.1: The flux of the different particles at 29.8 MeV/c. No time cut is
applied for these data.

A time window was selected from the 43.5 nanosecond RF period to suppress
the beam positrons, the cloud muons and pions. It is found that the three
unwanted particles are time correlated with the RF and arrive close together in
time in an interval of 21 nanoseconds. Since there are surface muons at all times
during the cycle, a time window selection of 26.3 ns reduces the surface p* flux to
1.94 + 0.07 counts/uA sec. The polarization increases to 93.9+2.2%. This time
cut together with the ADC cut and the pile-up-gate cut reduced the background
(positron contamination) to < 0.7% of the surface muon flux. It was verified
that the cloud p*’s do not have any asymmetry, i.e. they are not polarized. The

pion flux is very small and is excluded in the time window selected.

The flux result at the u — 7 edge (29.8 MeV/c) is shown above in Table 5.1.
The decay positrons has a flat distribution in time. The value given for the pion

flux is an approximation since it is actually the pion flux at 33.1 MeV/c.

To conclude, this beam test has increased our understanding of the M11
at the transition momentum 29.8 MeV/c where the surface muon flux is at its

maximum and then drops to zero.
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Abstract

This thesis introduces a new touch sensor design, called a hybrid tactile sensor. It is a com-
bination of analog and digital touch sensing technologies. In practice, analog touch sensing
technology is simple and widely used in electronic touch screens and touchpads. However,
it is limited to detecting point contacts. A Digital touch sensing array, on the other hand,
provides shape discrimination, but it requires more complex circuit design and generates
larger amount of raw data for processing. This research focuses on the development of a new
sensor design that is simple and capable of shape recognition. Different models of hybrid
tactile sensors are studied and simulations are done to verify their characteristics. Physical
prototypes are constructed using inexpensive materials, such as conductive silicone rubber

and fabric mesh. Experiments are done and their results are analyzed.
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Chapter 1

Introduction

The sense of touch is an important sensing modality in robotic applications. Various tactile
information such as location, orientation, size, shape, weight, pressure, temperature and
surface texture are important for a robot to navigate and perform its task efficiently and
safely [1] [2]. To collect tactile information, a tactile sensor is used. It measures the
parameters of contact interaction between the device and a physical stimulus. In general,
the interaction takes place within a touch-sensitive region of the device’s surface. Although
limited by the structure, materials and applications of a tactile sensor, it is possible for its
sensing surface to conform to virtually any shape or contour [3]. An overview of tactile
sensing technologies and sensors is presented in the next section. It is followed by an
introduction on the motivation of the research. An outline of the thesis will be given in the
last section.

1.1 Overview of Tactile Sensing Technologies and Sensors

Tactile sensors can be categorized in a number of ways. For instance, they are commonly
categorized by the way they transduce tactile parameters into a form suitable for com-
puter analysis [4]. The following is a summary of tactile sensors commonly used in robotic

applications:

(a) Resistive and conductive tactile sensors measure the change in resistance or conduc-
tance of a resistive or conductive material when an external force is applied. The
material commonly used is elastomer (elastic polymer). Its deformation by an ex-
ternal pressure causes a change in local particle density, which in turns alters its
resistivity or conductivity. This type of tactile sensors are among the earliest being
developed and widely used in industry. These sensors have a large dynamic range,
good overload tolerance and are very robust. However, they also have problems such

1



(b)

()

(d)

as hysteresis, limited spatial resolution, non-linear response characteristics. Typical
designs are those developed by Robertson and Walkden [5] and M. Inaba et al. [6].

Piezoelectric tactile sensors generate voltage across the sensing element when pres-
sure is exerted on them, whereas pyroelectric tactile sensors generate a voltage when
there is a change of temperature to the sensing element. The generated voltage is
proportional to the applied pressure for the former and temperature for the latter. In
both types of sensors, no external voltage is required and continuous analog output
is available. They are inherently dynamic. If pressure or temperature is applied and
kept unchanged, the corresponding sensor output decays to zero. In other words,
these sensors are most suitable for registering the change in pressure or temperature.
The materials commonly used are polymers with piezoelectric or pyroelectric proper-
ties. These sensors usually have a wide dynamic range. They are quite durable and
capable of either force or temperature measurement. However, they have drawbacks
such as complexity in sensor designs. Moreover, the piezoelectric and pyroelectric ef-
fects generally co-exist in the sensor materials, and hinder the applications when only
either one of the parameters is required. Typical examples of these types of sensors
are designed by Dario and De Rossi [7], J. S. Son et al. [8] and Dargahi et al. [9].

Capacitive tactile sensors measure capacitance that varies with applied loads. The
sensor element consists of an dielectric elastomer sandwiched between the electrode
plates of a capacitor. External force is applied and causes physical deformation or
displacement of the elastomer that changes the effective capacitance of the sensing
element. Such a change in capacitance is proportional to the external pressure. These
sensors are fairly robust, have a wide dynamic range and a reasonably linear response.
However, they are prone to noise, sensitive to temperature change and have limited
spatial resolution. A typical example of this kind of sensors is described by Siegel et
al. [10].

Magnetic tactile sensors detect a change in magnetic field by either of the following
ways. First, magnetoelastic materials are used, which exhibit a change in the mag-
netic field when subjected to mechanical stress. Second, it is possible to detect the
change of magnetic flux from relative mechanical displacement between the core and
the surrounding coil of a solenocid-like structure. Those sensors based on mechanical
displacement are simple in design and exhibit a wide dynamic range. Yet their spatial
resolution is limited, whereas sensors that use magnetoelastic materials are relatively



superior in detecting normal force, torque and shear force. However, they are prone to
noise, and additional AC noise shielding circuitry is required to protect the materials.

(e) Mechanical tactile sensors measure the mechanical displacement caused by an ap-
plied force. A typical example is a linear potentiometer with its sliding arm (output
electrode) moved by an external force to produce an output proportional to the dis-
placement (or the applied force). Even a spring-loaded switch that indicates an open
or close contact is a common sensing element. In general, mechanical sensors are
simple and robust. They can be used to sense the magnitude of applied force, linear
and angular displacements. However, they are usually bulky and provide very limited

spatial resolution.

(f) Electrochemical tactile sensors are based on the phenomenon of streaming potentials.
In the example proposed by De Rossi et al. [11}, an ionized gel containing an immobile
negative charge with balanced amount of mobile positive charge is used. The gel
is contained in a compliant structure. When external force is applied to the gel,
positively charged liquid is forced out of the gel into a reservoir. Thus, an imbalanced
amount of ions in the gel constitutes a streaming potential which can be used to

indicate the magnitude of pressure applied.

(g) Optical tactile sensors use optomechanical transduction coupled with mechanical dis-
placement. A typical sensor is made up of an array of sensing elements covered by
a compliant surface. Each sensing element has an elongated pin aligned with a pho-
toemitter/detector pair. When an external force is applied on the compliant surface,
affected pins will be displaced inward and block the corresponding light paths of its
photoemitter/detector pair. The amount of displacement indicates the amount of
light reaching the photodetector that, when digitized, represents the amount of pres-
sure applied on the sensor surface. In practice, optical sensors offer very high spatial
resolution. They are also inherently immune from electrical interference and can be
easily integrated with other vision-based sensing modalities. However, their designs

are relatively complex and costly.

(k) Acoustic tactile sensors are based on the resonant frequency of ultra-sound. In the
setup used by H. Shinoda et al [12], a sensing element is made up of a cavity in an
elastic body from which two paths are extended to an ultrasonic transmitter/receiver
pair. With no external force applied, the acoustic impedance of the cavity is high
enough to block the transmission path between the transmitter/receiver pair. When



external force is exerted on the elastic body and distorted the shape of the cavity,
resonant frequencies can be picked up by the receiver. Thus, the type of deformation
made by a point, a line or a plane can be determined by its relationship correspond-
ing to the resonant frequencies. Another design using a PVDF ultrasonic array is
described by B. L. Hutchings et al. [13].

Alternatively, tactile sensors can also be classified by their dimensionalities as follows:

(a) A zero-dimensional sensor is the basic sensor that detects point contacts.
(b) A one-dimensional sensor is a collinear arrangement of zero-dimensional sensors.

(c) In a two-dimensional sensor , the sensing elements are arranged as a grid of dimensions
mxn, where m and n are the number of sensing elements in the horizontal and vertical
dimensions respectively.

1.2 Motivation

Though tremendous progress is found in tactile sensing research, there are still considerable
problems in existing tactile sensor designs. First, most of the tactile sensors are small in
size as they are designed to fit in a dexterous robot hand. Hence they are not suitable for
use on large surfaces such as the links of a robot arm or the body of a humanoid robot.
Second, all existing tactile sensors are expensive to fabricate. Their costs range from $500
to $1000 per square inch. It would be extremely expensive for applications requiring large
sensing areas. Third, analog tactile sensor is the simplest in design and easiest to fabricate;
however, it is only capable of detecting point-contacts. No matter what the shape of the
object is, only the “geometric average ” of the area of contact can be detected and such
information is represented by a pair of co-ordinates relative to the sensor’s reference frame.
Fourth, although digital sensing is very common and provides more precise information,
such as the profile, location, and orientation of the shape in contact, the amount of raw
data is on the order of n? for an n x n digital sensing array. It could impose considerable
software processing overhead when n is large. For instance, if n = 1000 and each sensing
element provides a single byte of data, a million bytes of data are generated in each sampling
for further processing. Fifth, there is a “parallel path” problem [14] associated with certain
designs of digital sensing array. Special circuitry is required to eliminate any phantom
footprint of the original shape, which means additional cost in the manufacturing process.
Finally, the existing tactile sensors tend to have fixed geometries (planar, spherical, and
cylindrical) and are difficult for adaptation into arbitrary shapes.
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This thesis focuses on improvements of the above-mentioned inadequacies by compromis-
ing between the analog and the digital® extremes of sensing techniques. Resistive material
is one of the most inexpensive and commonly used elements in constructing a tactile sensor.
In this study, the classical analog resistive sensor architecture is used as the basic sensing
element. A hybrid sensor prototype by integrating a number of these sensing elements is
introduced. This prototype shows that it is possible to put together low cost materials and
relatively simple technology to improve over the inadequacies of either the analog or the
digital sensors.

1.3 Thesis Outline

The rest of the thesis consists of six chapters. Chapter two provides background information
in analog tactile sensing and resistive tactile sensors. Chapter three presents four models
of hybrid tactile sensors. Chapter four explains two shape interpretation algorithms that
work with the hybrid tactile sensors. Chapter five presents the simulation and its results
of a hypothetical sensor and the shape interpretation algorithms. Chapter six discusses the
experimental results of three hybrid tactile sensor prototypes. Chapter seven concludes the
thesis and suggests directions for future research.

'It would be more proper to use the terms “continuous” and “discrete” instead of “analog” and “digital”
respectively. However, the latters are widely used in the robotics industry. In this thesis, the terms “analog”
and “digital” are adapted as synonyms for “continuous” and “discrete” respectively.
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Chapter 2

Background and Related
Information

In this chapter, an overview will be given on both analog tactile sensing and digital tactile
sensing technologies. Representative models for each of them will be explained and their
associated merits and inadequacies will be discussed. Finally, the last section of this chapter
presents the desirable characteristics of a tactile sensor.

2.1 Analog Tactile Sensing

Analog touch sensing has been widely used in the computer industry {15]. For instance,
touchpads are standard pointing devices in notebook or palm-top computers, whereas elec-
tronic whiteboards can be found in many classrooms and conference centers. Common to
all these applications is a touch-based input device. Various transduction technologies have
been used in achieving this capability, including capacitive, force/strain gauge, acoustic,
scanning infrared, and analog resistive. In theory, most of them are zero-dimensional and
categorized as analog tactile sensors. For these devices to work, one critical assumption
is that the contact with the touch-sensitive surface occurs only at a point, so that the
associated analog technologies can resolve the position of the contact.

Of particular interest to this research is the analog resistive technology. One common
configuration of an analog resistive touch screen is the so-called 4-wire technology, as shown
in Figure 2.1. It consists of two conductive sheets with a finite resistance, typically on the
order of 100 ohms per square inch, placed on top of each other. These conductive sheets are
normally separated from each other when there is no contact. The top sheet carries a voltage
gradient generated by applying a reference voltage on one end of the sheet and ground at
the other end. The second sheet serves as the slider in a linear potentiometer. When contact
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Figure 2.1: A Typical Four-Wire Analog Resistive Tactile Sensor

is made, the sheets touch at a point, creating a voltage divider. The position of the contact
can be determined from the voltage measured by the bottom sheet. By reversing the roles
of the sheets and repeating the above process, one can obtain a second measurement. These
measurements can be used to resolve the x-y coordinates of the contact point. The sampling
of the two voltages and the subsequent calculation in this analog resistive sensor are both
extremely simple. The complexity of the solution does not increase with the size of the
sensor surface. The sensor itself can be produced with inexpensive materials.

A number of techniques can be used to produce the spacing between the two conductive
sheets. One solution is to use an air gap between the two sheets. This is a particularly
simple solution for the case of a planar sensor surface such as an electronic whiteboard.
Another solution is to use microspheres, which are small pressure-sensitive dots whose
diameters can be on the order of one tenth of a millimeter. Yet another solution is to use
an insulating fabric mesh between the two sheets. The critical pressure causing the contact
can be controlled by the thickness of the fabric and the size of the holes of the mesh.

Analog resistive technology, and analog technologies in general, are an effective approach
to solving the electronic touch screen problem. However, this approach is not directly appli-
cable to robot tactile sensing because of its inability to detect multiple points of contact or
determine the shape of contact. For instance, if the contact occurs at two points, the volt-



col 0 col 1l col 2 col n-1

SN0 1T /
row 0 R Ve Ve a
SNV 0 1T /
o] S T —
Ay /
row 2 S~ T S
DA AVAlES —
row el a7 Ve —

Figure 2.2: A Typical Digital Tactile Sensor with n x n cross-switches

age measurements will indicate the a point somewhere between the two contact positions.
Therefore, design changes must be introduced in order to take advantage of the simplicity
of the analog touch technologies.

2.2 Digital Tactile Sensing

Digital tactile sensing uses a two-dimensional array of sensing elements, called tactels (anal-
ogous to pixels for picture elements). Common applications of digital tactile sensors can
be found on touch screens of cash registers in supermarkets, on vending machines at street
corners, and on control panels of advanced equipment. Assuming there are n tactels in each

row and column, the sensors area is digitized into n x n sensing sites. The simplest arrange-



ment can be a matrix of on/off switches, which indicates contact or no contact condition
at the corresponding site. Figure 2.2 illustrates a typical digital tactile sensor made up of
n X n cross-switches. The status of each cross-switch is obtained by the following operations:

Step 1:  Apply reference signal to one and only one row, starting from row 0.

Step 2:  Scan all columns, starting from column 0 to n — 1 and record the presence
of any reference signal in each column. Presence of a reference signal at

any column z indicates a closure of cross-switch at row 0 and column z.

Step 3: Repeat step one and two with reference signal applied to row 1 and so on,

up torown — 1.

With the same sensing surface area, a digital sensor offers n? as many sensing elements
as its analog counterpart. As a result, a digital sensor provides a much higher spatial
resolution. The states of the tactels constitute a tactile image of the object in contact.
Such an image is far superior than just the single-point contact information provided by an
analog sensor. Figure 2.3 illustrates the advantage of a digital sensor output over an analog
sensor. Information of a contact object, such as its location, area, shape and orientation
can be readily captured by a digital tactile sensor.

Though a digital tactile sensor is superior to its analog counterpart, the grid-like ar-
rangement of tactels in a digital sensor causes a “parallel path” problem, as illustrated in
Figure 2.4. Assume that only cross-switches (i +1,5), ({+1,5+1) and (i,j + 1) are closed.
When a reference signal is applied to row i, it will also appear at the output of column J
due to the existence of a parallel path made up of cross-switches (i +1,3), (i +1,j + 1) and
(i,7 + 1). Hence, cross-switch (i, j) will be mistakenly recorded as “closed™.
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Figure 2.4: Possible Parallel Path in a Digital Tactile Sensor

10



Sensor Quality Requirement

Sensor Surface Should be both compliant and durable.

Spatial Resolution Should be 1 — 2mm.

Number of Sensing Elements | Should be 50 — 200.

Minimum Sensitivity Should be able to detect as little as 5g, or ideally 1g.
Sensor Output Must be stable, repeatable and without hysteresis.
Output Response Must be monotonic but not necessarily linear.
Sampling Frequency Should be higher than 100H 2.

Dynamic Range Should be 1000 : 1.

Table 2.1: Suggested Tactile Sensor Requirements

2.3 Typical Characteristics of Tactile Sensors

A survey done by L. D. Harmon [16] suggests that no matter what form of transduction is
used, a set of tactile sensor requirements is desirable. Table 2.1 gives a summary of these
requirements. Though the survey was done in the 1980's, it is still widely adopted for new
tactile sensor designs.
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Chapter 3

Design of The Hybrid Tactile
Sensors and Their Modeling

Strictly speaking, this research exploits the capability of a one-dimensional sensor. The
prototypes are called hybrid touch sensors that resulted from the combination of the analog
resistive and the array touch sensing technologies. Based on various materials as well as
structural and geometrical arrangements, four different sensor designs and their analytical
models are presented in this chapter.

3.1 Model One: Pairs of Conductive Rubber Strips (CRS-
CRS)

The first model is shown in Figure 3.1. Similar to a typical analog resistive sensor, there are
two conductive sheets, one on top of the other. These sheets are made of conductive rub-
ber, a form of elastomer doped with a conductive material. By using materials of different
conductivity and/or controlling the amount of conductive materials in the manufacturing
process, one can produce conductive rubbers with different conductivities. In the model,
each conductive rubber sheet is divided into multiple columns or strips which are parallel
to each other. Each strip on the top sheet is aligned to a corresponding strip on the bottom
sheet. Effectively, there is a one dimensional array of analog resistive sensing elements, each
behaving in a similar fashion to the analog touch sensor described in Section 2.1. During
operation, a reference voltage is applied at one end of a strip on the top sheet and output is
measured at the end of the corresponding strip on the bottom sheet. This process is done
on each pair of strips in turn to complete a sampling cycle. As a result, the sensor measures
the “average” position of contact along each strip and is able to detect contacts that occur

along different columns. Since the sensor has a Conductive Rubber Strip on Conductive
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Rubber Strip structure, it is called a CRS-CRS sensor.

Top sheet with multiple
conductive rubber strips

o /

Bottom sheet with multiple

@ conductive rubber strips

“h

Figure 3.1: A CRS-CRS Hybrid Tactile Sensor Model

The equivalent of one pair of the sensor strips in Figure 3.1 is shown in Figure 3.2,
together with its circuit diagram. The two sheets are assumed to have an identical conduc-
tivity. It is also assumed that the object contacts the sensor strip continuously so that only
two parameters are required to describe the contact: the lower coordinate of the contact
area (I) and the width of the contact area (w). Let L be the total length of a rubber
strip in a sensing element, p be its linear resistivity and V;.; be the reference voltage. The
measured voltages, V, (output voltage at upper measuring point) and V; (output voltage

at lower measuring point) are given by:

lp+ 52
Vo = Lo—wp—-1lp+%2+1p Vres
l+w/2
= -L—_'w—/zvref (3.1)
Vi = to

V;
Lo—wp—lp+ %22 +ip ref
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Figure 3.2: Equivalent Circuit of a Pair of Rubber Strips in Contact with an Object at
Position [ with a Width w

l

Two quantities, k5 and k; are further defined as follows:

_ WV _l+w)/2

= Vier L-w/2 (33)
_ Vi

k‘—V,,f—L-w/2 (3.4)

Figure 3.3 and Figure 3.4 show the graphs of k; and k; (as functions of { and w) respec-
tively. Since the quantities, L, { and w are bound by the physical dimensions of the hybrid
sensor, the following constraints hold:

<L, w<lkL and l+w<lL

Since the sensor is discretized in the horizontal direction, it is a hybrid between a purely
digital and a purely analog sensor. With n pairs of strips, if both V; and V; are measured,

14



Figure 3.3: kj, as a function of ! and w.

Figure 3.4: k; as a function of ! and w.
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each sampling produces 2n data. It is defined as double-measurement. If only V; or V;
is measured during a sampling cycle, only n data are available. It is defined as single-
measurement. Two algorithms are derived to reconstruct the contact shape according to
the output data set.

Each sensor required two connectors for V;. s and common ground. Each sensing element
requires contacts for Vj, and V;. If there are n sensing elements in this type of sensor and
if double-measurement is done, n connectors will be required for each V; and V;. Hence
2n + 2 connectors are required. If single-measurement is used, n connectors are needed for
either V}, or V;. So only n + 2 connectors will be sufficient.

According to the definitions of kj and ki, the resistivities of the two rubber strips of a
basic sensing element must be identical. In practice, such requirement can be relaxed. As
long as their resistivities are known and linear along the length of each strip, then calibra-
tion can always be done. It should be noted that the definitions of k; and k; become:

Vi pol + ow

k’: =
" Veer po(L —1—w)+oaw+ pol

(3.5)

v pol
" Ve po(L—1—w)+aw+pol

ki (3.6)

where pp = resistivity of the energized rubber strip
p1 = resistivity of the voltage measurement strip

&= Do+ p
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Figure 3.5: A CRS-M Hybrid Tactile Sensor Model

3.2 Model Two: Conductive Rubber Strips on Top of Metal
Sheet (CRS-M)

The second model (see Figure 3.5) is a variation of the first configuration described in
Section 3.1. There are also two sheets of conductive materials, one on top of the other.
However, the bottom sheet is made of metal instead of conductive rubber. Similar energizing
and measuring sequence is used. The parameters [ and w are as defined in Section 3.1. As
the bottom sheet is assumed to be a perfect conductor, the length of contact w of the sensor
strip is practically a short circuit. V; and V; are virtually the same. Therefore only single-
measurement (a set of n measurements on V) can be obtained in a sampling cycle. Since
the sensor has a Conductive Rubber Strip on Metal Sheet structure, it is called a CRS-M
sensor.

The equivalent circuit of one of the sensor strips against the metal sheet of Figure 3.5
is shown in Figure 3.6. As the length of contact w of the sensor strip is practically a short
circuit, the measured voltage is given by:

- lp
Vour = (L-w-Up+Ip Vees
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Figure 3.6: Equivalent Circuit of a Rubber Strip in Contact with an Object at Position [
with a Width w against a Metal Bottom Sheet

l
= == Vres 3.7

where L is the total length and p is the resistivity of the sensor strip respectively. The
quantity, k is further defined as follows:

k= =— (3.8)

Figure 3.7 shows the graph of k as functions of [ and w. This sensor requires 2n + 2
connectors for n sensing elements. The resistivity of individual elastomer strip is not critical.
However, it must be linear along the length of strip.

3.3 Model Three: Conductive Rubber Strips on Top of a
Conductive Rubber Plane (CRS-CRP)

The third model (see Figure 3.8) is similar to the second model described in Section 3.2. The
only difference is that the metal sheet at the bottom is replaced by a uniform conductive
rubber sheet. In addition, it is assumed that the resistivity of the uniform conductive rubber

18



Figure 3.7: k as a function of [ and w.

(Psheet) is much higher tl an that of the top sheet (pstrip). Since the sensor has a Conductive
Rubber Strip on Uniform Conductive Rubber Sheet structure, it is called a CRS-CRP sensor.

In each sampling cycle, reference voltage is applied to each strip of the top sheet in
turn. Output voltages V; and/or V; are measured from the bottom sheet. In general, either
single- or double-measurement can be taken from the sensor.

The equivalent circuit of one of the sensor strips against the uniform conductive rubber
sheet of Figure 3.8 is shown in Figure 3.9. Unfortunately, the coupling resistance varies with
different [ and w. Hence V; and V}, cannot be precisely expressed as simple mathematical
functions of | and w. Only empirical data can be collected from different inputs of [ and w.
As a result, this setup is not suitable for practical use.

3.4 Model Four: Cylindrical Variant CRS-M (Cyl-CRS-M)

The fourth model is a geometrical variant of model two described in Section 3.2, so it
is called a Cyl-CRS-M sensor. Instead of a planar geometry, the sensor is built into a
cylindrical shape and resembles a robotic finger. The parameters and equations derived
in Section 3.2 are also applicable to this sensor. Due to its relatively small curvature in
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Figure 3.8: A CRS-CRP Hybrid Tactile Sensor Model
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Figure 3.9: Equivalent Circuit of a Rubber Strip in Contact with an Object at Position [
with a Width w against a Uniform Conductive Rubber Sheet
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sensing surface, only point and limited linear contacts can be practically detected. Fig-
ure 3.10 illustrates such limitation. It can be seen from the cross-section view that only
a few sensing strips can be in touch with the object. The output provided by the sensor
is sufficient to determine the contact points and hence the portion of the object’s edge in
contact. However, no meaningful planar information about the object can be reconstructed.

Object in contat.l\
sensing strips

( h=——— —

A typical Cyl-CRS-M sensor

(cg. portion of a robotic finger) Cross-section of sensor (Enlarged View)

Figure 3.10: Using a Cyl-CRS-M Hybrid Tactile Sensor to Detect Point and Line Contacts
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Chapter 4

Shape Interpretation

The outputs from the sensor models discussed in Chapter 3 provide abstracted geometric
information about the contact shape. In order to recover geometric information, two shape
interpretation algorithms, Vertez Reconstruction and Profile Reconstruction are derived
according to the approach of output measurement. When applying either of these shape
interpretation algorithms, some assumptions and limitations have to be considered.

4.1 Pseudo-Centers of Contact Shape

Figure 4.1 shows an arbitrary object on a hybrid tactile sensor. The quantity, [ +w/2 from
each strip is defined as the geometric center of contact. By joinir g all the geometric centers
of contact, a geometric signature of the shape is obtained. Based on the values of k, k;
and k, three types of pseudo-centers of contact are defined.

4.1.1 kj-Pseudo-Center

The quantity, knL is defined as the kj-pseudo-center of contact. Based on Equation (3.3),
the kx-pseudo-center differs from the geometric center by a factor of T—LW—’ as shown in
Equation (4.1). A kj-pseudo-signature is obtained by joining all the kj-pseudo-centers of
contact.

L
L-%

kL= (1 + %) x 4.1)

It is noted that T _Lw 5 > 1. Hence kuL is always above the geometric center in the
reference frame of the sensor. In terms of transitional points, the profile of the pseudo
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Figure 4.1: An Arbitrary Object on a Hybrid Tactile Sensor

signature follows that of the geometric signature closely. Figure 4.2 shows how the profile

of a kj-pseudo-signature changes as the contact shape moves across the sensor surface.

4.1.2 ki~-Pseudo-Center

The quantity, k;L is defined as the k;-pseudo-center of contact. A k;-pseudo-signature is
obtained by joining all the k;-pseudo-centers of contact. Equation (4.2) is readily obtained
from the definition of k; in Equation (3.4). Since 0 < k; < 1, the k;-pseudo-center is always
below the geometric center. It can be noted that as k; approaches 0, k;L approaches {. For
a practical range of w, the value of k; is small when the contact shape is in the lower region
of the sensor reference frame. Hence the profile of the k;-pseudo-signature approaches that
of the lower half of the contact shape. On the other hand, larger values of k; occurs when
the contact shape is in the upper region of the sensor. In terms of transitional points,
the profile of the kj-pseudo-signature closely resembles that of the geometric signature.
Figure 4.3 illustrates how the profile of a k;-pseudo-signature changes with the location of
the contact shape on the sensor surface.

kL =1+ k;% (4.2)
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1000 ~

Figure 4.2: The kj-Pseudo-Signatures of An Arbitrary Four-sided Polygon at Different
Location on a Hybrid Tactile Sensor.

4.1.3 k-Pseudo-Center

The quantity, kL is defined as the k-pseudo-center of contact in the case of CRS-M model.
A k-pseudo-signature is obtained by joining all the k-pseudo-centers of contact. Based on
Equation (3.8), Equation (4.3) expresses kL in terms of [ and w. It can be noted that the
k-pseudo-center is above the geometric center when k > , and vice versa when k < 1.
Since 0 < k < 1, as k approaches 0, kz approaches I. For a practical range of w, the values
of k are small when the contact shape is in the lower region of the sensor reference frame.
Hence the profile of the k-pseudo-signature approaches that of the lower half of the contact
shape. On the contrary, when the contact shape is in the upper region of the sensor, larger
values of k occur. The profile of the k-pseudo-signature tends to follow that of the upper
half of the contact shape. When the contact shape is in the middle region of the sensor,
the values of k are closer to 7. In terms of transitional points, the profile of the k-pseudo-
signature closely resembles that of the geometric signature. The changes in the profile of a
k-pseudo-signature with respect to its location on the sensor is shown in Figure 4.4.

kL =1+kw (4.3)
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Figure 4.3: The k;-Pseudo-Signatures of An Arbitrary Four-sided Polygon at Different
Location on a Hybrid Tactile Sensor.

4.2 Vertex Reconstruction

Vertex Reconstruction is used when single-measurement is taken. It accepts an array of ei-
ther kp, k; or k to recover the vertices of the corresponding contact shape. Before discussing

how the algorithm works, a number of assumptions and limitations must be considered.

4.2.1 Assumptions on Shapes

First, it is assumed that the shape in contact must be polygonal so that it can be described
by a set of vertices. Second, the polygonal shape must be strictly convex. Without such
assumptions, a number of ambiguities arise. Figure 4.5 illustrates three possible cases. It
can be noted that both shape X and Y in Figure 4.5(a) produce the same pseudo-signature.
Whereas in Figure 4.5(b), the concavity of the shape Z makes it impossible to use just
variables [ and w to abstract the geometric information on the shaded portion of the shape.
It is impossible to regenerate the contact shape uniquely from a given pseudo signature

unless the convexity constraint is satisfied.
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Figure 4.4: The k-Pseudo-Signatures of An Arbitrary Four-sided Polygon at Different Lo-
cation on a Hybrid Tactile Sensor.

4.2.2 Characteristics of a Pseudo Signature

For simplicity, all different types of pseudo-signatures discussed in the Section 4.1 are called
“pseudo-signature”. Moreover, the terms “signature” and “pseudo-signature” are used in-
terchangeably. It is important to make several observations on the characteristics of a
pseudo-signature. First, the pseudo-centers of contact form a set of N — 1 piece-wise con-
tinuous segments for an N-sided polygon if no two vertices share the same z coordinate.
Figure 4.6 shows an example of a four-sided polygon. Excluding the two end vertices, there
are two interior vertices. The whole polygon can be divided into three vertical sections
by drawing a vertical line at each interior vertex. Since a pseudo-signature is a function
of | and w, and it is piece-wise continuous in each section. At each interior vertex, either
l or w changes to another linear function and discontinuity occurs. This discontinuity is
reflected as transitional point on the pseudo-signature. In general, this is true in the case
of a N-sided polygon. Excluding the two end vertices, there are N — 2 interior vertices.
The polygon can be divided into N — 1 vertical sections by drawing a vertical line at each
interior vertex. Hence there are N — 1 piece-wise continuous segments in the correspond-

ing pseudo-signature. However, when two vertices share the same z coordinate, a N-sided
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(b)

Figure 4.5: Ambiguity due to concavity (a) multiple interpretations (two polygons satisfying
the same set of k; (dashed lines are k; x L)) (b) under-determinedness (four variables
required to define the two contact regions)

polygon produces a pseudo-signature with N — 2 segments. This situation is considered as
singular and one cannot apply the algorithm for shape recovery.

Second, the z coordinates of the vertices are found by detecting where line segments
intersect. Along the pseudo-signature from left to right, at the intersection of two signature
segments, there is a vertex above the intersection if the slope of the right line segment
decreases. Otherwise, the vertex is below the intersection.

Finally, the end vertices can be determined directly from the pseudo-signature by setting
w = 0 for these two vertices. The only unknowns of the system are the y coordinates of the
interior vertices. Since equations (3.3), (3.4) and (3.8) hold for the corresponding sensor
columns of these interior vertices, the polygonal shape can be solved exactly by setting up
a linear system of N — 2 equations with N — 2 unknowns.

4.2.3 Reliability of a Pseudo-Signature.

As mentioned in Section 4.1, there are three types of pseudo-signatures based on kx, k;
and k respectively. Though they have transitional points corresponding to the vertices of
the polygonal shape, the accuracy in detecting them from the pseudo-signature determines
how accurate the vertices can be recovered. In general, there is a discontinuity in the
first-derivatives when two signature segments meet, except for a few configurations. With
discontinuity in the first-derivatives at the intersection of two signature segments, it is
relatively easy to locate the transitional point by detecting a prominent change in the
gradient from one signature segment to another. Though there are a few configurations
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Figure 4.6: Geometric Signature and Pseudo-Signature of an Arbitrary Four-sided Polygon
that such discontinuity vanishes, they exist only when precise conditions are met. These
conditions are illustrated with reference to Figure 4.7 and Figure 4.8, which depict all the

possible circumstances.

In general, the following equations hold:

=miz+¢ fori=12,...,6

where m; and ¢; are the slope and intercept of the corresponding linear equation for I
(i=1,2,...,6). Then the following equations also hold:

wy=h-h=Mm-m)ztca-c (4.4)
w=h-h=(Mm3-m)z+cz—c1 (4.5)
wy=1lg—lg=(mg—my)T+cs—c4 (4.6)
wy =lg—Is=(mg—ms)z+cs—cs5 (4.7
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Figure 4.7: Signature Transition from One Section to Another with a Vertex at the Top

1. In case of kj, the signature segments are given by

w
k L=ll+?xL= L(miz +c; +myz +¢4)
h1 L—% 2L -myz—c+miz+
h+3- L (mz + ¢ + m3z + c3)
knoL = 2 L= 1 1 3 3
L_%?. 2L -m3z—c3+miz+¢y
Lo+ 28
kL = 4+ < L= L (myz + ¢4 + meZ + c5)
h3 L_E;ﬁ 2L ~ mgx — cg + M4z + ¢4
Is + =4
kL = 5+?xL= L(msz + c5 + mgz + c5)
hd L-% 2L — mgz — cg + msz + 5
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Figure 4.8: Signature Transition from One Section to Another with a Vertex at the Bottom

The gradients of the equations (4.8) to (4.11) are given by

d(kn L) _ L (m; + my) _L(miz + 1 + mez + c2) (M1 —my) (4.12)
dz 2L-maz—-c+mz+C) (2L — maz — c3 + M1z + 1)? ’
d(kneL) _ L (m1 + ms) _L(miz+ca +maz + c3) (M1 —m3) (4.13)
dz 2L -m3z—cs+miz+ ¢ (2L —m;;:l:—c:;-i-m1:1:+c1)2

d(knsL) _ L (my4 + me) _ L(m4z + ¢4 + msT + c5) (Mg — ms) (4.14)
dz 2L —mez —cg + mMuT + ¢4 (2L--mszz:—c<;+m.ga:-i-c4)2

d(kneL) _ L (ms5 + me) _ L(msz + cs + mez + cg) (ms — me) (4.15)
dz 2L - mez —cg + ms5T + ¢35 (2L—m6:z:-c<;+m53:+c5)2 ’
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Assume that zo and z; are the x-coordinates of the transitional points in Figure 4.7
and Figure 4.8 respectively. The best scenarios are k; L and ki L having their first-

order derivatives discontinuous at z = zq, or those of kx3L and kp4L being discontin-
uous at z = z). With these characteristic discontinuities, relatively simple gradient
change detection techniques can be applied to obtained the transitional points from
a signature. Unfortunately, there exist some combinations of m,, my, m3, c1, c2, c3

and L that such discontinuities vanish. These combinations are

(a) 2= m]L+mzc1 +mol 14 3= L +JL+m3c1
(b) c4 = M:_md:’ﬂs& and ¢5 = _sss-_fnzé_mﬁé
me

2. In case of k;, the signature segments are given by

ful = L-h%l‘ xL=21= rrznfz(ml:::gﬁm
kel = L_lll”iz xL=3T —Trzlfz(Tlc:::iz'*'cl
kisL = L—l-4% xL= 27, — ,:f:mz::‘)gz-i-c«
kuL = L-IS% xL= 2, — ifgzg(msctiziz-i-%

The derivatives of the equations (4.16) to (4.19) are given by

d(kn L) _ 2Lm, _ 2L (myz + ¢;) (myz — mz)_

dz ~ 2L-moz—co+miz+¢ (2L-m2z—c2+m1:z:+c1)2

d(keL) _ 2Lm, __2L(miz +c1) (my — m3)

dz ~ 2L-maz—c3+miz+c; (2L - m3z - c3 + m1z + 1)>

d(kisL) _ 2Lmy _ 2L (myT +c4) (my — me)

dz  2L-mgz—cs+myT+cy (2L — mez — cg + myz + c4)°

31

(4.16)

(4.17)

(4.18)

(4.19)

(4.20)

(4.21)

(4.22)



d(kiL) _ 2Lms _ _2L(msz + c5) (m5 — ms)
dz 2L —mez —cg +msz+c5 (2L — mgx — c5 + M5z + C5)>

(4.23)

Assume that zo and z; are the x-coordinates of the transitional points in Figure 4.7
and Figure 4.8 respectively. Similar to the case in kj, the best scenarios are kL
and k;2L having their first-order derivatives discontinuous at z = g, or those of k3L
and ki L being discontinuous at z = z;, which facilitate transitional points detection.
However, such discontinuities do not always exist. The following combinations of m,,

mg, M3, €1, €2, c3 and L defeat the discontinuities:

(a) m; = 0 and ¢; = 0 simultaneously. Fortunately, this condition is practically
impossible since it implies that an entire edge of the polygon is touching the true
zero reference.

(b) 2 = ™= rr:natl:l +M2€1 and o3 = 2m1L"-:; mac)

(¢) c4=Mcfn‘+2Llandc5=W_

3. In case of k, the signature srgments are given by

L= L ilwl xL= L- mfa:(TIc:::zzz +c (4.24)
koL = L il'wz xL= L- mfx(Tlc:: : frlziz +¢ (4.25)
ksl = L f w3 xL= L- m:z(Ti: : ::ix +cq (4.26)
k4L=L-{5w4 XL=L—mfz(T5c::::lz+c5 (4.27)
The derivatives of the equations (4.24) to (4.27) are given by
d(kiL) _ Lmy _ _L(mz +c1)(miz — ma) (4.28)

dz L-maz-cp+miz+¢ (L—m23—62+mlz+61)§
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d(k2L) _ Lmy _ L(myz + ¢;)(m; — m3)

= .29
dz L-mgz—c3+mz+cr (L-m3z—c3+mz+c)® (4.29)
d(ksL) _ Lmy _ __L(maz + ¢4)(my —mg) (4.30)
dz L-mex—cs+maz+cs (L—mer—c+muz+cq)? ’
d(keL) _ Lms _ __L(msz + c5)(ms5 — mg) (4.31)

dc =~ L-mez—cs+msT+cs (L —mez — cg + msz + c5)2

Assume that zp and z, are the x-coordinates of the transitional points in Figure 4.7
and Figure 4.8 respectively. Similar to the cases of k; and k;, the best scenarios are
kiL and kpL having their first-order derivatives discontinuous at z = zg, or those
of k3L and k4L being discontinuous at z = z;, which facilitate transitional points
detection. However, such discontinuities vanish with the following combinations of

m1, ma, m3, €1, C2, c3 and L:

(a) m; = 0 and ¢; = 0 simultaneously. Fortunately, this condition is practically
impossible as explained in the case of k;.
(b) 2= M1c— ﬂ%;%:l +mM2C) ond o3 = TU L"-'l;lmacl ]

(c) me =0 and cg = L simultaneously. This condition is practically impossible since
it implies that an entire edge of a polygon is touching the upper edge of the

Sensor.

In conclusion, no matter what kind of pseudo-signature is used, there are only a few
locations and orientations of a polygonal contact shape that produce pseudo-signature whose
transitional points are difficult to detect.

4.2.4 Recovering the Vertices

The Vertex Reconstruction algorithm is based on the linearity of the edges of the polygo-
nal shape. Figure 4.9(a) to (c) illustrate how a system of linear equations can be set up
to recover the interior vertices. Though an arbitrary hexagon and its kj-pseudo-signature
is used in the illustration, the basic principle is applicable to any polygonal shape and
pseudo-signature discussed before. As shown in Figure 4.9(a), the highlighted portion of
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the polygon enables the formulation of the following equations:

y12+y2-yl2
h2 = —
Y2 —u2
-2
2
:1:2::1:1 = z3:a:1
1+ kpo To—2) 2kpol T3 — 19
= _— % .32
= l—khzy2+z'3-.'1:1y3 1-kpo :1:3—:::1"/1 (4.32)

For the next portion of the shape as shown in Figure 4.9(b), another set of linear equa-

tions is formed by the current pairs of interior vertices:

. v + Ya3 — Y3
h3 = [_Us—1
2
T3 ——.'L'z = Ty — T2
T4~ T3 1 —kp3 T3 — Zo 2kp3L
= = 3
T4 — zzyz 1+ kh3y3 T4 — zzy4 1+ kp3 (4.33)

Similar process continues until all portions of the shape are considered (see Figure 4.9(c)).
As a result, the corresponding system of linear equations is obtained as follows:

l—khz T3 -1 = ] Tz3—m Y
Y2
z4—z3 1-k T3 — 2Ty 2kpa L
Ts — T2 1+Eh3 T4 — To 0 Y3 I+%h3 ( |
= 4.34
Z5—24 l+kpy z4-—23 2kpng L
0 I5—23 l—kpy T5—7T3 v I—tm
zZg—x5 l—kK | U5 2kpsl x5 —174
| 0 0 T6—2a 1+Fkps | A T+%;.5 Tg— 46 |
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Figure 4.9: Geometric Signature and Pseudo-Signatures of an Arbitrary Tetragon
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As mentioned in Section 4.2.2, the two end vertices of a polygon shape are readily found
by setting w = 0 in corresponding equation of either kj, k; or k, and a system of linear
equations is required to solve for the interior vertices of the polygonal shape. In general, a
N-sided polygon has a system of N — 2 linear equations in the following form:

[ | [ & ]
a a12 T G1(N-2)
a21 a2 i G2(N-2) vs = b (4.35)
GN-2)1 OG(N-2)2 °°° OG(N-2)(N-2)
| yv—1 | | bN-2 |

The Vertex Reconstruction algorithm is used to set up the coefficients of the above
matrix A (i.e. a3, 612, ..., a(N_z)(N_z)) and matrix B (i.e. b, bs, ..., by~2) with the

following steps:

1. The algorithm starts by identifying any signature on the sensor. Consecutive non-
zero values of kj, k; or k constitute a signature. As discussed in previous sections,
the signature is a set of piece-wise continuous line segments with transitional points
corresponding to vertices of the contact shape. The polygonal shape is virtually
chopped into N — 1 vertical sections.

2. The orientation of the signature segment in a section is approximated by a linear
line segment joining its two end-points. The algorithm works from the left-most
vertical section and takes it as the current section. It compares the orientation of the
signature in the current section to that in the next section to the right. If they are
both clockwise (or anti-clockwise), this next section will be the new current section
and the comparison goes on. It keeps track of the number of consecutive sections with
the same signature orientation until a different orientation occurs in the next section.
Such comparison continues until the right-most vertical section is checked. Figure 4.10
illustrates how the orientations of the pseudo-signature segments are compared. The

consecutive sections with the same signature orientations are called blocks.
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Figure 4.10: An Arbitrary Pseudo-Signature with Three Blocks of Sections

3. Initialize all coefficients in matrix A to zeros. Then assign the diagonal coefficients of

matrix A and initialize matrix B as below:

(a) In case of kp (i.e. kn1, ka2, ..., knn obtained at the sensing elements correspond-
ing to the transitional points):
fori=2to N-1
if vertex i is above the transition
_ 1+ kpi
G(i-1)(i—-1) = ﬁ}ﬁ:
_ 2kp:L
bt = T

1 —kp;

GGi-1)G-1) = TR
_ 2kp;L
bi-1=1 + ,Ehi

else
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(b) In case of k;,
fori=2to N-1
if vertex i is above the transition
k .
B(i-1)(-1) = T
_ 2k;L

by = 5

else

2k
a1 = St

bi—1 =2L

(c) In case of k,
fori=2to N-1

if vertex i is above the transition

G(i-1)(i-1) = T‘f"g

bi-1 = ;L .

else
a6y = L5
bi-1=L

4. For the blocks obtained in step 2, there are four possible combinations of their corre-
sponding vertex types (see Table 4.1). The coefficients of matrices A and B are then
assigned according to the following rules with respect to these combinations:

Legend: start is the index to the first vertex of a block
end is the index to the last vertex of a block

(a) If a block is of type (I) in Table 4.1,
for row = start to end — 2

_ Zrow+1 — Tstart
G(row)(end-1) = :'z.?:.d — Zstart
-  Tepg = |
brow = brow Z L 1

Tend — Tstart Jo10Tt
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(b) If a block is of type (II) in Table 4.1,

for row = start to end — 2

= — Zend ~ Trow+l -
brow - brow Zend — Zstart Ystart

(c) If a block is of type (III) in Table 4.1,

for row = start to end —- 2

G(row)(start—1) =

Zend — Trow+l
ZTend = Tstart
brow = brow — Trow+l — Tstart
ow ow Tend — Tstart

Yend

(d) If a block is of type (IV) in Table 4.1,
for row = start to end — 2

Zrow+1 — Tstart
Zend — Tstart

Yend

G(row)(start-1) = _ﬂ!__.__'l'_xze:d__?zﬂl
G(row)(end—1) = L;f:d 1__,,:;";"
Block Type Start Vertex End Vertex Action on
I Left-most Vertex | Any Interior Vertex | Both Matrix A & B
I Left-most Vertex | Right-most Vertex Matrix B Only
III Any Interior Vertex | Right-most Vertex | Both Matrix A & B
v Any Interior Vertex | Any Interior Vertex Matrix A Only

Table 4.1: Block Types

4.3 Profile Reconstruction

Profile Reconstruction is applied if double-measurement is available. It takes both the
arrays of k; and kj and generates the profile of the contact shape. There are also some
assumptions and limitations that need to be addressed before applying this algorithm.

4.3.1 Assumptions on Shapes

In general, there is no need to assume that the contact shape is polygonal and limited
concavity is allowed. However, the shape must not have concavity of the form illustrated

in Figure 4.5(b).
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4.3.2 Recovering the Profile

With both sets of k; and kj, it is possible to recover both values of [ and w of each column
of the sensor. By solving the equations 3.3 and 3.4 simultaneously, the values of the cor-
responding ! and w are readily found as follows:

g HE

Hence, | and w are solved for each sensor column as below:

kL

l=1+kh—k1

_ 2k k)L
1+ky -k
In general, the profile of an object can be obtained by solving all ! and w for each sensor
column in contact with the object. It is noticed that both ! and w of a column can be
solved independent of other columns. There is no reference to the trace of the pseudo-
centers. Therefore, the ambiguity due to concavity shown in Figure 4.5(a) is not a concern
in this algorithm.

Vertex Reconstruction Profile Reconstruction
Applicable Sensor CRS-CRS & CRS-M CRS-CRS
Transition Point Detection Required Not Required
Limitati Convex Polygons Any Convex Shapes
tation on Shapi Only & Certain Concave Shapes
Data Size (With n Sensing Elements) n 2n

Table 4.2: Comparison Between Vertex Reconstruction and Profile Reconstruction

4.3.3 Comparison Between Vertex Reconstruction and Profile Recon-
struction

Table 4.2 gives a comparison between Vertex Reconstruction and Profile Reconstruction.
Vertex Reconstruction requires only ky, k; or k from the sensor. It can be used with both the
CRS-CRS and CRS-M sensors. However, it is only capable of recovering convex polygonal
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shapes and transition points detection must be done on the raw data (pseudo-signature)
to determine the x-coordinates of the vertices being recovered. Profile Reconstruction, on
the other hand, makes use of both kj and k;. Hence, it requires twice as many data as
that in Vertex Reconstruction. Since only CRS-CRS sensor provides both ky, and k;, Profile
Reconstruction cannot be used with a CRS-M sensor. As Profile Reconstruction estimates

l and w for each sensing element, it is capable of recovering any convex shapes and certain
concave shapes.
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Chapter 5

Simulations

To verify the shape recovery algorithms with different types of hybrid sensors, a number
of simulations have been done using Matlab. Various parameters, such as errors in sensor
outputs, geometric shape of the object in contact, its position and orientation relative to

the sensor were used.

5.1 Sources of Errors

In practice, a number of sources contribute to errors in the sensor output, which in turns
affect the performance of a shape recovery algorithm. To facilitate simulations and analysis,
thr possible error sources are grouped into two major categories, namely, quantization noise

and positional uncertainty.
5.1.1 Combined Quantization Noise

As mentioned in previous Chapters, an analog-to-digital (A/D) conversion is required to
turn the analog voltage into a digital form for computer processing. The maximum un-
certainty in this conversion is half the resolution used. If the output voltage is digitized
into a 12-bit number, the A/D quantization error will be +1/8192 of the full scale output
voltage. Besides this A/D quantization error, another kind of quantization takes place on
the length of contact between an object and the sensor. Figure 5.1 illustrates how the edges
of a polygon are quantized. Since each sensor column has a finite width, the measured
output voltage corresponds to the average position of contact. Each of the upper and lower
contact ends can have a maximum error of half the resolution. If the analog dimension is
geometrically divided into 1000 units, maximum error at each contact end will be +1,/2000.
Hence in the worst case, the maximum quantization error in a length of contact adds up

to £1/1000. As both of the above quantization errors are inherent in any hybrid sensor
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Figure 5.1: Quantization at the Edge of Contact between an Object and the Hybrid Sensor.

discussed in this thesis, they are grouped together and defined as Combined Quantization
Errors (C.Q.E.).

5.1.2 Error in Detecting Transitions of a Pseudo-signature

As discussed in Chapter 4, a pseudo-signature is required for the Vertex Reconstruction
algorithm to work. The detection of any transition in such a signature is particularly im-
portant. Even with ideal sensor output, tolerance needs to be allowed in any transition
detecting algorithm. To maintain simplicity in simulations, a uniformly distributed uncer-
tainty with a range of +5 units was randomly added to the horizontal coordinates of each
transitions. This error is defined as Transition Error (T.E.).

5.1.3 Positional Uncertainty

Ideally, the contact between an object and the sensor is assumed to be perfect. However,
in practical situations, it is unlikely to have perfect contact all the time. Figure 5.2 gives a
typical example of imperfect contacts when an object touches a sensor surface. Factors such
as the non-uniformity in CRS strips and slight mis-alignment between two CRS strips can
lead to errors in the sensor output. These errors were categorized as Positional Uncertainty
(P.U.). As there may be many combinations of these error sources, it is impossible to
model the positional uncertainties precisely. In practice, P.U. are reflected as error in the
measured output voltage. For instance, if §V}, is the error in the measured voltage Vj, then
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Figure 5.2: Typical Examples that Constitute Positional Uncertainty

the corresponding value of k; will be given by:

E}.=%—H—V-’£=k};+m = kp, + 0kp
Vier Vrer
In case of k; and k, their values are given by:
i‘.‘=k1+ Vi = k; + 6k
Vref
POONLLL Sy
Vref

where 8V} and 6V, are the errors in measured voltage V; and Vo respectively.

(5.1)

(5.2)

(5.3)

As observed from equations 5.1 to 5.3, the errors due to P.U. can be represented by a

percentage with respect to the reference voltage Vz.s.

5.2 Simulated Scenarios

The simulations focus on the CRS-CRS and the CRS-M sensor structures. In the case of a
CRS-CRS sensor, both the Vertex Reconstruction and the Profile Reconstruction algorithms
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can be applied for shape recovery. However, only Vertex Reconstruction can be used with
a CRS-M sensor. Three types of polygons, namely a triangle, a tetragon and a hexagon
were used in the simulations. In each combination of the above sensor structures, shape
recovery algorithms and polygonal shapes, five scenarios of shape recovery with different
sensor output noise levels were simulated. These noise levels were:

1. Ideal Sensor Output (Noise-free Sensor).

2. Sensor Output with C.Q.E. (and T.E., if applicable) Only.

3. Sensor Output with C.Q.E. (and T.E., if applicable) and P.U. profile I.
4. Sensor Output with C.Q.E. (and T.E., if applicable) and P.U. profile II.

The scenarios of ideal sensors serve as control cases to verify the equations and their
solutions as discussed in Chapter 4. In case of the Vertices Reconstruction Algorithm with
any sensor structure, quantization noise was simulated in both the digital and the ana-
log dimensions. The noise in the analog dimension was assumed to be the result of any
analog-to-digital conversion, whereas the noise from the digital dimension was assumed to
be the uncertainty in determining the horizontal coordinates of the transition of a pseudo-
signature. On top of these quantization errors, two profiles (see Table 5.1) of positional
uncertainties in the analog dimension were added in turns.

Profile [ Percentage Error of Sensor Output With Respect To V,.,[

I +0 to 0.5%
I +0 to 1%

Table 5.1: Simulated Error Profiles for Positional Uncertainty

In each simulated case, the hybrid sensor assumed a planar square geometry and its size
was 1000 units in both the digital (horizontal) and the analog (vertical) dimensions. The
simulated shapes were dragged across the sensor from the lower left corner to the upper
right corner in 5 steps. They were also rotated by 36° counter-clockwise at each step along
their trajectories. To facilitate discussion on the results, a number of metrics are required
to measure how well the recovered shape matches the original.
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Figure 5.3: Turn Functions of Polygons A and B.

5.3 Maetrics to Measure Shape Recovery Performance

This thesis focuses on the following characteristics when measuring how well the recovered
shape matches the original:

(a) Shape: The similarity in profile between the original and the recovered shape.

(b) Position: The distance between the geometric centroids of the original and the recov-
ered shape.

(c¢) Orientation: The deviation in orientation between the the original and the recovered
shape.

In comparing similarity (or difference) in profile, the Polygon Distance Function, which
is commonly used by researchers in computational geometry [17], has been adopted. Each
polygonal shape is represented by its normalized turn function 6(s). Figure 5.3 shows the
corresponding normalized turn functions for polygons A and B. The quantity, Mismatch
Coefficient (M.C.), is defined as the sum of absolute difference between 84(s) and 8p(s),
as illustrated in Figure 5.4. In general, a perfect match corresponds to a 0 radians in M.C.
and larger dis-similarity corresponds to higher values in M.C.

To measure how close the position of the recovered polygon to the original, the geometric
centroids of the polygons are used as reference. The quantity, Absolute Position Error
(A.P.E.), is defined as the distance between the geometric centroids of two polygons. The
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Figure 5.4: Mismatch Coefficient (M.C.) Between Polygons A and B shown in Figure 5.3.

two polygons are considered perfectly at the same position if the A.P.E. between them is
0. On the other hand, increasing A.P.E. means increasing discrepancy in positions between
the two polygons.

The orientation of a pol;gon is defined as the angle between its reference line to the
horizontal axis. The reference line is a line joining an arbitrary vestex to the geometric
centroid. When comparing the orientations of the original and recovered polygons, their
corresponding reference lines must be used. The quantity, Absolute Orientation Error
(A.O.E.), is then defined as the difference between the orientations of the two polygons
concerned. A perfect match results in a zero A.Q.E., whereas increasing A.O.E. means
larger deviation.

5.4 Simulation Results with a CRS-CRS Hybrid Sensor

With a CRS-CRS hybrid sensor, there is a choice of using either the Vertex Reconstruction
or the Profile Reconstruction algorithm for shape recovery. The next two sections cover the
simulation results of using these algorithms.

5.4.1 Vertex Reconstruction with a CRS-CRS Hybrid Sensor using k-
Pseudo-Signature

The first set of simulations was done with a triangle on a CRS-CRS hybrid sensor using
Vertex Reconstruction. In the first scenario, ideal conditions were assumed. With perfect
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sensor output and transition detection in the pseudo-signatures, the values of kj, were used
to recover the original shape perfectly (see Figure 5.5). In the second scenario, only C.Q.E.
was introduced. The maximum quantization error was +1/1000 (the geometric resolution
in the analog dimension) in each of the concerned columns. These quantization noises were
directly reflected in the sensor output. In addition, T.E. was assumed to be ranged from
=5 to +5 units with a uniform distribution. Figure 5.6 shows the corresponding shape
recovery. Graphically, the recovered shapes almost coincide with the original. In the next
two scenarios, P.U. profiles I and IT were added on top of the C.Q.E. and T.E. to the sensor
output. Their simulation results are depicted in Figure 5.7 and Figure 5.8 respectively. Ta-
ble 5.2 shows the corresponding quantitative errors in each scenario. The performance was
satisfactory with P.U. profile I and the accuracy in shape recovery deteriorated with P.U.
profile II. As shown in Figure 5.8, the algorithm failed to recover shape 5 and larger dis-
crepancy was found in recovering the other shapes, especially in shape 1. This phenomenon
was contributed by the following reasons:

1. Near the lower region, the relative error in k), is large for given profile of P.U. For
example, the dynamic range of the noise-free kj, is usually small for a typical polygonal
shape, from 0.05 to 0.12 in shape 1 for instance. If P.U. causes a 1% error in Vi, the
corresponding error in k;, will be 10%. As the recovery algorithm based heavily on the
accuracy of ky, larger error in kj causes larger discrepancies between the recovered
shapes and their originals.

2. Near the upper region, a given P.U. causes a smaller relative error in k,. For example,
the values of kj is relatively large (from 0.86 to 0.87 in shape 5). If P.U. causes a
1% error in V;, the corresponding error in kj will be only around 1%. However the
dynamic range of kj in this region is relatively narrow, the effect of 1% error in k; can
cause large distortion in the signature. Figure 5.9 shows the noisy signature of shape
5 compared to its noise-free counterpart. By using the simple detection method in
the simulation, too many erroneous transitional points were detected from this noisy
signature and shape recovery was failed.
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Figure 5.5: Recovering a Triangle on an ideal CRS-CRS Sensor by V.R. with kj-Pseudo-
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Figure 5.6: Recovering a Triangle on a CRS-CRS Sensor (C.Q.E. & T.E.) by V.R. with
kr-Pseudo-Signature
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Figure 5.7: Recovering a Triangle on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile I) by
V.R. with k;-Pseudo-Signature
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Figure 5.8: Recovering a Triangle on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. P.U. Profile
II) by V.R. with kj-Pseudo-Signature
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Hybrid Sensor Type: CRS-CRS
Recovery Algorithm: Vertex Reconstruction
Signature Type: kj
Simulated Shape: Triangle . ]
Reference | Pos. 1 | Pos.2 | Pos.3 | Pos. 4 | Pos. 5 |
M.C. 0.000 0.000 0.000 0.000 0.000
Figure 5.5 AOE.| 0.000 0.000 0.000 0.000 0.000
[APE. | 0000 | 0000 | 0.000 | 0.000 | 0.000
[M.C. 0.031 0.048 0.020 0.039 0.059
Figure 5.6 AOE.| 0.007 0.019 0.023 0.001 0.049
APE. | 3670 1.167 2.333 2.580 2.775 |
M.C. 0.060 0.068 0.072 0.164 0.203
Figure 5.7 AOE. | 0.010 0.018 0.035 0.076 0.080
L APE. | 3.064 3.771 3156 | 8340 | 14122
M.C. 0.194 0.077 0.080 0.135 -
Figure 5.8 AOE.| 0.01i5 0.029 0.025 0.080 -
APE. | 6544 3.153 3.614 7.653 -

Table 5.2: Quantitative Mismatch between the Original and the Recovered Triangle in Each
Simulated Position (CRS-CRS Sensor and V.R. Algorithm with k,-Pseudo-Signature).
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Figure 5.9: Noise-free and Noisy kj-Pseudo-Signature of Triangular Shape 5 with P.U.

Profile I1
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Figure 5.10: Recovering a Tetragon on an ideal CRS-CRS Sensor by V.R. with k;-Pseudo-
Signature

The second set of simulations were done with a tetragon. Figure 5.10 to Figure 5.13
show the corresponding simulation results and Table 5.3 gives their quantitative errors.
With ideal sensor output, Vertex Reconstruction recovered the original tetragon perfectly.
When only C.Q.E. and T.E. were added, only minor errors were found in shape recovery.
Even with P.U. profile I, the tetragons could still be reconstructed. When P.U. profile IT was
used, the algorithm failed in recovering the shapes 1 and 5 as their signature were too noisy
for transitional points detection. As seen in Figure 5.13, even shape recovery was possible,
large discrepancy exist in recovering shape 4. The signature was so seriously distorted that
one of the transitional points was not detected (see Figure 5.14). As a result, one interior
vertex was missing and the recovered shape was more like a triangle rather than a tetragon.
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Figure 5.11: Recovering a Tetragon on a CRS-CRS Sensor (C.Q.E. & T.E.) by V.R. with
kn-Pseudo-Signature
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Figure 5.12: Recovering a Tetragon on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile I)
by V.R. with k,-Pseudo-Signature
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Figure 5.13: Recovering a Tetragon on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile IT)
by V.R. with kj-Pseudo-Signature

Hybrid Sensor Type: CRS-CRS

Recovery Algorithm: Vertex Reconstruction
Signature Type: kj,

Simulated Shape: Tetragon

[ Reference [P [ [P 7] P 3 [P ] P 5

M.C. 0. ooo 0.000 0.000
Figure 5.10 AOE. o.ooo o.ooo 0.000 0.000 0.000
APE. | 0.000 0.000 0.000 0.000 0.000
M.C. 0.059 0.056 0.172 0.267 0.290
Figure 5.11 AOE.| 0011 0.038 0.020 0.089 0.011
APE. | 2549 | 3.018 2.321 2.371 1.881
M.C. 0.326 | 0.105 0.128 0.075 0.413
Figure 5.12 A.OE.| 0.082 0.025 0.018 0.015 0.132

_ APE. | 6517 | 1482 | 2335 | 2214 | 19.679

I

M.C. - | 0197 | o211 - -
Figure 5.13 | A.OE. - | 0035 | 0085 - -
APE. - | 3745 | 3822 - -

Table 5.3: Quantitative Mismatch between the Original and the Recovered Tetragon in Each
Simulated Position (CRS-CRS Sensor and V.R. Algorithm with kj-Pseudo-Signature).
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Figure 5.14: Noise-free and Noisy kx-Pseudo-Signature of Tetragonal Shape 4 with P.U.
Profile II

The third set of simulations was done with a hexagon. Figure 5.15 to Figure 5.18 show
their corresponding simulation results under various error conditions. Table 5.4 summa-
rizes their quantitative errors in each case. Similar to the results using a triangle and a
tetragon, the algorithm reconstructed the original hexagon perfectly when an ideal sensor
was simulated. Errors in shape recovery were still acceptable when C.Q.E. and T.E., and
P.U. profile I were assumed. However, the algorithm started to perform poorly when P.U.
profile IT was used (see Figure 5.18). Since the dynamic range of k; for a particular shape
is usually small (from 0.1 to 0.2), it is difficult to extract transitional point from a seriously
distorted signature. As the number of vertices increases, the chance of missing transitional
points from the signature increases.

As mentioned in Section 4.2.1, Vertex Reconstruction algorithm is only applicable on
convex polygon. Figure 5.19 shows the possible ambiguity it caused when the algorithm is
used on a concave shape.
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Figure 5.15: Recovering a Hexagon on an ideal CRS-CRS Sensor by V.R. with k,-Pseudo-

Signature
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Figure 5.16: Recovering a Hexagon on a CRS-CRS Sensor (C.Q.E. & T.E.) by V.R. with
kx-Pseudo-Signature
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Figure 5.17: Recovering a Hexagon on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile I)
by V.R. with k;-Pseudo-Signature
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Figure 5.18: Recovering a Hexagon on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile II)
by V.R. with k,-Pseudo-Signature
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Simulated Shape: Hexagon

Hybrid Sensor Type: CRS-CRS
Recovery Algorithm: Vertex Reconstruction
Signature Type: kj

| Reference Pos. 1 Pos. 2 Pos. 3 Pos. 4 Pos. 5
M.C. 0.000 0.000 0.000 0.000 0.000

Figure 5.15 A.OE.| 0.000 0.000 0.000 0.000 0.000
APE. | 0.000 0.000 0.000 0.000 0.000

M.C. 0.119 0.175 0.185 0.285 0.436

Figure 5.16 AOE.| 0022 0.029 0.048 0.018 0.001
APE. | 4212 4.486 7.071 1.644 9.206

M.C. 0.217 0.403 0.477 0.489 0.651

Figure 5.17 A.OE.| 0075 0.050 0.058 0.035 0.125
[APE | 3872 | 7513 | 6874 | 6.115 | 14638

[M.C. - 0401 | 0474 0.492 -

Figure 5.18 A.OE - 0.062 0.026 0.038 -
APE. - 8.766 | 7.886 6.872 -

Table 5.4: Quantitative Mismatch between the Original and the Recovered Hexagon in Each
Simulated Position (CRS-CRS Sensor and V.R. Algorithm with k,-Pseudo-Signature).

T b
_l =7

Figure 5.19: Recovering a Concave Polygon on an ideal CRS-CRS Sensor Using V.R. with

kxr-Pseudo-Signature
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5.4.2 Vertex Reconstruction with a CRS-CRS Hybrid Sensor using k;-
Pseudo-Signature

The fourth set of simulations was similar to the first, but based on the k;-signature instead.
In the first scenario, ideal condition was assumed. With perfect sensor output and transition
detection in the pseudo-signatures, the values of k; were used to recover the original shape
perfectly (see Figure 5.20). In the second scenario, only C.Q.E. and T.E. was introduced.
The maximum quantization error was +1/1000 (the geometric resolution in the analog
dimension) in each of the concerned columns. These quantization noises were directly
reflected in the sensor output. In addition, T.E. was assumed to be ranged from -5 to
+5 units with a uniform distribution. Figure 5.21 shows the corresponding shape recovery.
Graphically, the recovered shapes were only slightly off from the original. In the next two
scenarios, P.U. profile I and II were added on top of the C.Q.E. and T.E. to the sensor
output. Their simulation results are depicted in Figure 5.22 and Figure 5.23 respectively.
Table 5.5 shows the corresponding quantitative errors in each scenario. In general, the
performance was still satisfactory with P.U. profiles I and II.
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Figure 5.20: Recovering a Triangle on an ideal CRS-CRS Sensor by V.R. with k;-Pseudo-
Signature

59



1000 —

I :/
200~ -
100~ v
‘
o - e i S - — e S S
o Voo =00 800 «00 e00 €00 7006 ®00 %00 1500

Figure 5.21: Recovering a Triangle on a CRS-CRS Sensor (C.Q.E. & T.E.) by V.R. with
ki-Pseudo-Signature

Figure 5.22: Recovering a Triangle on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile I
by V.R. with k;-Pseudo-Signature
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Figure 5.23: Recovering a Triangle on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile II)
by V.R. with k;-Pseudo-Signature

Hybrid Sensor Type: CRS-CRS
Recovery Algorithm: Vertex Reconstruction
Signature Type: k;
Simulated Shape: Triangle
Reference Pos. 1 Pos. 2 Pos. 3 Pos. 4 Pos. 5

M.C. 0.000 0.000 0.000 0.000 0.000
Figure 5.20 A.OE. | 0.000 0.000 0.000 0.000 0.000
APE. | 0.000 0.000 0.000 0.000 0.000
M.C. 0.024 0.062 0.093 0.089 0.021
Figure 5.21 A.OE. | 0.020 0.010 0.008 0.064 0.006
APE. | 2342 2.119 2.345 2.130 1.688
M.C. 0.052 0.059 0.080 0.086 0.055
Figure 5.22 A.OE. | 0007 0.008 0.011 0.014 0.009
APE. 2.167 1.032 1.240 2.024 1.935
M.C. 0.098 0.083 0.105 0.090 0.125

Figure 5.23 A.O._E 0.026 0.029 0.015 0.024 0.035
A.PE. 2.431 2.645 3.234 2.115 4.254

Table 5.5: Quantitative Mismatch between the Original and the Recovered Triangle in Each
Simulated Position (CRS-CRS Sensor and V.R. Algorithm with k;-Pseudo-Signature).

H
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Figure 5.24: Recovering a Tetragon on an ideal CRS-CRS Sensor by V.R. with k;-Pseudo-
Signature

The fifth set of simulations were done with a tetragon. Except using k-signature, all
other conditions are the same as the second set. Figure 5.24 to Figure 5.27 show the corre-
sponding simulation results and Table 5.6 gives their quantitative errors. With ideal sensor
output, Vertex Reconstruction recovered the original tetragon perfectly. When only C.Q.E.
and T.E. were added, only insignificant errors were found in shape recovery. Even with
P.U. profiles I and II, the tetragons could still be reconstructed with minor discrepancies.
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Figure 5.25: Recovering a Tetragon on a CRS-CRS Sensor (C.Q.E. & T.E.) by V.R. with
k;-Pseudo-Signature

Figure 5.26: Recovering a Tetragon on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile I)
by V.R. with k;-Pseudo-Signature
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Figure 5.27: Recovering a Tetragon on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile II)
by V.R. with k;-Pseudo-Signature

Hybrid Sensor Type: CRS-CRS

Recovery Algorithm: Vertex Reconstruction

Signature Type: k;
Simulated Shape: Tetragon

Reference Pos. 1 | Pos. 2 Pos. 4 | Pos. 5
M.C. 0.000 0.000 0.000 0.000 0.000

Figure 5.24 A.O.E.| 0.000 0.000 0.000 0.000 0.000
APE. | 0.000 0.000 0.000 0.000 0.000
M.C. 0.013 0.015 0.020 0.057 0.025
Figure 5.25 A.OE.| 0.001 0.015 0.002 0.020 0.008
APE. 0.550 0.525 0.800 0.525 0.325

M.C. 0.080 0.109 0.137 0.125 0.117
Figure 5.26 A.O.E. 0.067 0.060 0.035 0.032 0.010
__|APE. 1.578 2.091 3.687 1.897 1.923

M.C. 0.085 0.129 0.067 0.231 0.195
Figure 5.27 A.O.E. 0.078 0.177 0.036 0.087 0.044
A.PE. 1.705 3.016 1.467 5.408 3.633

Table 5.6: Quantitative Mismatch between the Original and the Recovered Tetragon in Each
Simulated Position (CRS-CRS Sensor and V.R. Algorithm with k-Pseudo-Signature).
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Figure 5.28: Recovering a Hexagon on an ideal CRS-CRS Sensor by V.R. with k;-Pseudo-
Signature

The sixth set of simulations was done with a hexagon. It was similar to the third
set, except k;-pseudo-signature was used instead. Figure 5.28 to Figure 5.31 show their
corresponding simulation results under various error conditions. Table 5.7 summarizes their
quantitative errors in each case. Similar to the results using a triangle and a tetragon, the
algorithm reconstructed the original hexagon perfectly when an ideal sensor was simulated.
Errors in shape recovery were still acceptable when C.Q.E. and T.E., and P.U. profile [
were assumed. However, larger discrepancies in shape recovery were observed with P.U.
profile IT was used (see Figure 5.31). Since the dynamic range of k;, for a particular shape
is usually small (from 0.1 to 0.2), it is difficult to extract transitional point from a seriously
distorted signature. As the number of vertex increases, the chance of missing transitional

points from the signature increases.
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Figure 5.29: Recovering a Hexagon on a CRS-CRS Sensor (C.Q.E. & T.E.) by V.R. with
ki-Pseudo-Signature

Figure 5.30: Recovering a Hexagon on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile I)
by V.R. with k;-Pseudo-Signature
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Figure 5.31: Recovering a Hexagon on a CRS-CRS Sensor (C.Q.E., T.E. & P.U. Profile II)
by V.R. with k;-Pseudo-Signature

As mentioned in Section 4.2.1, Vertex Reconstruction algorithm is only applicable on
convex polygon. Figure 5.32 show the possible ambiguity it caused when the algorithm and

k;-signature is used on a concave shape.
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Hybrid Sensor Type: CRS-CRS
Recovery Algorithm: Vertex Reconstruction
Signature Type: k;
Simulated Shape: Hexagon
Reference Pos. 1 | Pos. 2 Pos. 3 Pos. 4 Pos. 5
M.C. 0.000 0.000 0.000 0.000 0.000
Figure 5.28 AOE.| 0.000 0.000 0.000 0.000 0.000
APE. | 0.000 0.000 0.000 0.000 0.000
M.C. 0.010 0.093 0.034 0.060 0.169
Figure 5.29 AOE.| 0.002 0.007 0.003 0.014 0.059
APE. | 033 1.950 0.483 1.567 6.567
M.C. 0.030 0.028 0.195 0.079 0.172
Figure 5.30 AOE. | 0012 0.008 0.068 0.020 0.060
|APE. | 1083 | 2307 | 6304 | 2451 | 5607
M.C. 0.312 0.397 0.487 0.502 0.188 |
Figure 5.31 AOE. | 007 0.105 0.096 0.065 0.064
APE. | 6231 7.544 8.354 8.905 5.233

Table 5.7: Quantitative Mismatch between the Original and the Recovered Hexagon in Each

Simulated Position (CRS-CRS Sensor and V.R. Algorithm with k;-Pseudo-Signature).

T

Figure 5.32: Recovering a Concave Polygon on an ideal CRS-CRS Sensor Using V.R. with

ki-Pseudo-Signature
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Figure 5.33: Recovering a Triangle on an ideal CRS-CRS Sensor by P.R.

5.4.3 Profile Reconstruction with a CRS-CRS Hybrid Sensor

With the choice of using both sets of k; and k; from a CRS-CRS hybrid sensor, Profile
Reconstruction can be used for shape recovery. So the seventh set of simulations was done
with a triangle on a CRS-CRS hybrid sensor using Profile Reconstruction. Figure 5.33 to
Figure 5.36 show the simulation results under different error conditions. An ideal sensor
was assumed in the first scenario which produced perfect result as expected. When only
C.Q.E. was introduced in the second scenario, no significant error in shape recovery could
be observed graphically (see Figure 5.34). Since Profile Reconstruction does not depend
on the form of the pseudo-signature, T.E. was irrelevant in the simulations. As shown in
Figure 5.35 and Figure 5.36, reasonably good shape recovery could be achieved. Table 5.8

summarizes the quantitative errors in shape recovery.
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Figure 5.34: Recovering a Triangle on a CRS-CRS Sensor (C.Q.E.) by P.R.
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Figure 5.35: Recovering a Triangle on a CRS-CRS Sensor (C.Q.E. & P.U. Profile I) by P.R.

70



1000 —

Figure 5.36: Recovering a Triangle on a CRS-CRS Sensor (C.Q.E. & P.U. Profile II) by
PR.

Hybrid Sensor Type: CRS-CRS
Recovery Algorithm: Profile Reconstruction
Simulated Shape: Triangle

Reference Pos. 1 Pos. 2 Pos. 3 | Pos. 4 | Pos. 5 |
M.C. 0.000 0.000 0.000 0.000 0.000

Figure 5.33 A.OE.| 0000 0.000 0.000 0.000 0.000
APE. | 0.000 0.000 0.000 0.000 0.000
M.C. 0.011 0.013 0.004 0.080 0.012
Figure 5.34 AOE.| 0.006 0.011 0.003 0.031 0.004
APE. | 0.340 0.412 0.167 0.203 0.211

M.C. 0.024 0.035 0.064 0.051 0.029
Figure 5.35 AOE. | 0014 0.021 0.020 0.015 0.022
APE.| 4318 | 2517 | 3084 | 2341 | 2305
[M.C. 0.104 0.086 | 0.072 0.062 0.069
Figure 5.36 AOE. | 0.094 0.027 0.042 0.015 0.032
APE. 9.866 5.012 4.368 4.667 5.328

Table 5.8: Quantitative Mismatch between the Original and the Recovered Triangle in Each
Simulated Position (CRS-CRS Sensor and P.R. Algorithm).
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Figure 5.37: Recovering a Tetragon on an ideal CRS-CRS Sensor by P.R.

The eighth set of simulations was done with a tetragon on a CRS-CRS hybrid sensor
using Profile Reconstruction. Figure 5.37 to Figure 5.40 show the simulation results under
different error conditions. In the first scenario, the algorithm recovered the profile of the
original tetragon perfectly when an ideal sensor was simulated. In the second scenario, there
was no significant degradation in the accuracy of the algorithm in producing the original
shape with the existence of C.Q.E. (see Figure 5.38). Shape recovery was acceptable with

P.U. profiles I and II. Table 5.9 gives the quantitative errors in recovering a tetragon.
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Figure 5.38: Recovering a Tetragon on a CRS-CRS Sensor (C.Q.E.) by P.R.
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Figure 5.39: Recovering a Tetragon on a CRS-CRS Sensor (C.Q.E. & P.U. Profile I) by
P.R.

73



Figure 5.40: Recovering a Tetragon on a CRS-CRS Sensor (C.Q.E. & P.U. Profile II) by
P.R.

Hybrid Sensor Type: CRS-CRS
Recovery Algorithm: Profile Reconstruction
Simulated Shape: Tetragon

3 Reference Pos. 1 Pos. 2 Pos. 3 | “Pos. 4 Pos. 5
M.C. 0.000 0.000 0.000 0.000 0.000

Figure 5.37 A.O.E. 0.000 0.000 0.000 0.000 0.000
_|APE. 0.000 0.000 0.000 0.000 0.000

T™M.C. 0.005 0.019 0.031 0.016 0.015
Figure 5.38 A.Q.E. 0.001 0.015 0.008 0.016 0.003
A.P.E. 0.175 0.641 0.776 0.056 0.340

M.C. 0.064 0.045 0.048 0.052 0.040
Figure 5.39 A.O.E. 0.009 0.022 0.010 0.019 0.008
AP.E. 4.238 2.515 2.614 2.331 2.508

—_— s
— ———

M.C. 0.078 0.072 0.085 0.080 0.078
Figure 5.40 A.O.E. 0.045 0.032 0.041 0.035 0.022
A.P.E. 4.601 5.381 6.221 5.617 5.518

Table 5.9: Quantitative Mismatch between the Original and the Recovered Tetragon in
Each Simulated Position (CRS-CRS Sensor and P.R. Algorithm).
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Figure 5.41: Recovering a Hexagon on an ideal CRS-CRS Sensor by P.R.

The ninth set of simulations was done with a hexagon on a CRS-CRS hybrid sensor
using Profile Reconstruction. Figure 5.41 to Figure 5.44 show the simulation results with
various noise levels. With an ideal sensor in the first scenario, the algorithm reproduced
the profile of the original hexagon perfectly. In the second scenario, the algorithm still
gave satisfactory results when only C.Q.E. was introduced (see Figure 5.42). The recovered
profiles were acceptable with P.U. profiles I and II. Table 5.10 shows the quantitative errors

in recovering a hexagon.
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Figure 5.42: Recovering a Hexagon on a CRS-CRS Sensor (C.Q.E.) by P.R.
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Figure 5.43: Recovering a Hexagon on a CRS-CRS Sensor (C.Q.E. & P.U. Profile I) by P.R.
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Figure 5.44: Recovering a Hexagon on a CRS-CRS Sensor (C.Q.E. & P.U. Profile II) by

P.R.

J
1000

Hybrid Sensor Type: CRS-CRS
Recovery Algorithm: Profile Reconstruction
Simulated Shape: Hexagon

Reference Pos. 1 Pos. 2 ﬁPos. 3 Po_s. 4 Pos. 5 .
M.C. 0.000 0.000 | 0.000 0.000 0.000 |
Figure 5.41 AOE. | 0.000 0.000 0.000 0.000 0.000
B APE. | 0.000 0.000 0.000 0.000 0.000
B M.C. | 0.006 0.023 0.015 0.032 0.034
Figure 5.42 A.OE.| 0.009 0.001 0.004 0.008 0.022
APE. | 0.050 0.644 0.480 0.264 2.750
M.C. 0.034 0.035 0.025 0.036 0.031
Figure 5.43 AOE. | 0019 0.017 0.008 0.014 0.020
APE. | 2512 1.975 2.031 2.612 1.877
M.C. 0.062 0.073 0.075 0.070 0.085
Figure 5.44 AOE | 0025 0.030 0.021 0.022 0.018
APE. | 3624 2.931 3.678 4213 3.031

Table 5.10: Quantitative Mismatch between the Original and the Recovered Hexagon in

Each Simulated Position (CRS-CRS Sensor and P.R. Algorithm).
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Figure 5.45: Recovering a Concave Tetragon on an ideal CRS-CRS Sensor by P.R.

As discussed in Chapter 4, the assumption of a straightly convex original shape is not
necessary when the Profile Reconstruction Algorithm is used. As far as the convexity of the
original shape is maintained in the digital dimension, the sets of ky and k; can still be used to
estimate the original ! and w in each sensor column. To verify this advantage of the Profile
Reconstruction Algorithm, the tenth set of simulations used a concave tetragon. Figure 5.45
to Figure 5.48 show their graphical results. In the first scenario, an ideal sensor was assumed
and the resulted profile matched the original perfectly (see Figure 5.45). Even when C.Q.E.
was added in the second scenario, no significant mismatch between the recovered profile
and the original could be observed in Figure 5.46. Satisfactory shape recovery could be
achieved even under P.U. profiles I and II. Table 5.11 summarizes the quantitative error in
shape recovery for the first three scenarios.
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Figure 5.46: Recovering a Concave on a CRS-CRS Sensor (C.Q.E.) by P.R.
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Figure 5.47: Recovering a Concave Tetragon on a CRS-CRS Sensor (C.Q.E & P.U. Profile
I) by P.R.
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Figure 5.48: Recovering a Concave Tetragon on a CRS-CRS Sensor (C.Q.E & P.U. Profile

) by P.R.

Hybrid Sensor Type: CRS-CRS
Recovery Algorithm: Profile Reconstruction
Simulated Shape: Concave Tetragon
‘ Reference Pos. 1 Pos. 2 Pos. 3 Pos. 4 Pos. 5
M.C. 0.000 0.000 0.000 0.000 0.000
Figure 5.45 A.Q.E. 0.000 0.000 0.000 0.000 0.000
APE. 0.000 0.000 0.000 0.000 0.000
M.C. 0.037 0.035 0.021 0.042 0.036
Figure 5.46 A.QOE. 0.033 0.014 0.005 0.010 0.014
APE. 1.575 0.378 0.437 0.382 0.395
M.C. 0.053 0.039 0.058 0.055 0.062
Figure 5.47 A.QE. 0.072 0.045 0.036 0.040 0.047
APE. | 3.680 3471 | 3.372 2.982 3.114
M.C. 0.072 0.080 0.077 0.098 0.095
Figure 5.48 A.O.E. 0.080 0.067 0.058 0.069 0.072
APE. 4.831 3.902 5.011 4.367 3.584

Table 5.11: Quantitative Mismatch between the Original and the Recovered Concave

Tetragon in Each Simulated Position (CRS-CRS Sensor and P.R. Algorithm).
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Figure 5.49: Recovering a Triangle on a ideal CRS-M Sensor by V.R.

5.5 Simulation Results with a CRS-M Hybrid Sensor

As only a set of k is provided by this type of sensor, we can only apply the Vertex Recon-
struction algorithm for shape recovery. The eleventh set of simulations was done with a
triangle on a CRS-M sensor using Vertex Reconstruction. Figure 5.49 to Figure 5.52 show
the results of shape recovery under different error conditions and Table 5.12 summarizes the
quantitative errors. In the first scenario, ideal condition was simulated and the resulting
shape matched the original perfectly (see Figure 5.49). When only C.Q.E. and T.E. were
included in the second scenario, the algorithm produced accurate estimates on the vertices
as illustrated in Figure 5.50. In the third scenario, P.U. profiles I was added, yet only minor
discrepancies were noted in the recovered shapes (see Figure 5.51). However, the perfor-
mance of the algorithm got worse with increasing noise level. As shown in Figure 5.52, the

recovered shapes were noisier with P.U. profile II.
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Figure 5.50: Recovering a Triangle on a CRS-M Sensor (C.Q.E. & T.E.) by V.R.
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Figure 5.51: Recovering a Triangle on a CRS-M Sensor (C.Q.E., T.E. & P.U. Profile I) by
V.R.
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Figure 5.52: Recovering a Triangle on a CRS-M Sensor (C.Q.E., T.E. & P.U. Profile II) by
V.R.

Hybrid Sensor Type: CRS-M
Recovery Algorithm: Vertex Reconstruction
Simulated Shape: Triangle
Reference Pos. 1 Pos. 2 Pos. 3 Pos. 4 Pos. 5

M.C. 0.000 0.000 0.000 0.000 0.000
Figure 5.49 A.OE.| 0.000 0.000 0.000 0.000 0.000
APE. [ 0.000 0.000 0.000 0.000 0.000
M.C. "0.046 0.060 0.074 0.051 0.030
Figure 5.50 AOE. | 0.029 0.000 0.064 0.018 0.003
APE. 1.020 0.448 1.044 1.407 1.609
M.C. 0.055 0.072 0.063 0.088 0.076
Figure 5.51 AOE. [ 0011 0.023 0.030 0.056 0.043
APE. | 2315 2.612 1.981 3.207 3.650
M.C. 0.082 0.098 0.075 0.198 0.093

Figure 5.52 A.Q.E. 0.045 0.036 0.035 0.117 0.053
APE. 5.373 4.602 3.681 10.237 5.314

Table 5.12: Quantitative Mismatch between the Original and the Recovered Triangle in
Each Simulated Position (CRS-M Sensor and V.R. Algorithm).
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Figure 5.53: Recovering a Tetragon on a ideal CRS-M Sensor by V.R.

The twelfth set of simulations was done on a tetragon. Figure 5.53 to Figure 5.56
show graphically the results with various error conditions and Table 5.13 summarizes their
quantitative errors. With an ideal CRS-M sensor, Vertex Reconstruction recovered the
original tetragon perfectly. When C.Q.E. and T.E. were introduced, only insignificant
errors were found in shape recovery. With P.U. profile I, the recovered shapes were only

slight off from the original. The error in shape recovery increased as P.U. profile II is used.
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Figure 5.54: Recovering a Tetragon on a CRS-M Sensor (C.Q.E. & T.E.) by V.R.

Figure 5.55: Recovering a Tetragon on a CRS-M Sensor (C.Q.E., T.E. & P.U. Profile I) by
V.R.
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Figure 5.56: Recovering a Tetragon on a CRS-M Sensor (C.Q.E., T.E. & P.U. Profile II)

by V.R.

N
1000

Hybrid Sensor Type: CRS-M
Recovery Algorithm: Vertex Reconstruction
Simulated Shape: Tetragon

Reference | Pos.1 | Pos.2 | Pos.3 | Pos. 4 | Pos. 5 |
M.C. | 0.000 0.000 0.000 0.000 0.000
Figure 5.53 AOE.| 0.000 0.000 0.000 0.000 0.000
APE. | 0.000 0.000 0.000 0.000 0.000
M.C. 0.014 0.022 0.028 0.082 0.041
Figure 5.54 AOE. | 0.001 0.026 0.004 0.000 0.006
APE. | 0525 0.625 0.600 1.300 0.350
M.C. 0.083 0.052 0.065 0.076 0.107
Figure 5.55 AOE. 0.48 0.014 0.010 0.024 0.050
APE. 5.112 4.338 0.781 3.538 4.611
M.C. 0.078 0.060 0.081 0.128 0.312
Figure 5.56 AOE.| 0045 0.020 0.063 0.084 0.103
APE. | 4981 4211 6.225 | 15.367 | 20.328

Table 5.13: Quantitative Mismatch between the Original and the Recovered Tetragon in

Each Simulated Position (CRS-M Sensor and V.R. Algorithm).
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Figure 5.57: Recovering a Hexagon on a ideal CRS-M Sensor by V.R.

The thirteenth set of simulations was done with a hexagon on a CRS-M sensor using
Vertex Reconstruction for shape recovery. Figure 5.57 to Figure 5.60 show the simulated
results under various error conditions. An ideal sensor was simulated in the first scenario, the
algorithm was able to recover the original hexagon perfectly (see Figure 5.57). C.Q.E. and
T.E. were then added in the second scenario, only minor errors were found in shape recovery
as shown in Figure 5.58. When P.U. profiles I and II were added, noisy signatures caused
inaccurate determination of transitional points. Table 5.14 summarizes their quantitative

€rrors.
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Figure 5.59: Recovering a Hexagon on a CRS-M Sensor (C.Q.E., T.E. & P.U. Profile I) by
V.R.
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Figure 5.60: Recovering a Hexagon on a CRS-M Sensor (C.Q.E., T.E. & P.U. Profile II) by
V.R.

Hybrid Sensor Type: CRS-M

Recovery Algorithm: Vertex Reconstruction
Simulated Shape: Hexagon L _

Reference ] Pos. 1 | Pos. 2 | Pos. 3 Pos. 4 | Pos. 5

M.C. 0.000 0.000 0.000 0.000 0.000
Figure 5.57 A.O.E. 0.000 0.000 0.000 0.000 0.000
APE. 0.000 0.000 0.000 0.000 0.000

M.C._ 0.016 0.074 0.042 0.192 0.231
Figure 5.58 A.Q.E. 0.000 0.001 0.000 0.005 0.029

AP.E. 0.133 0.233 0.133 0.350 2.600
M.C. 0.320 0.042 0.361 0.187 0.205

Figure 5.59 A.Q.E. 0.107 0.015 0.048 0.036 0.045
APE. | 13.751 1.687 5.371 2.652 3.065

M.C. 0.389 0.325 0.367 0.426 0.438

Figure 5.60 A.O.E. 0.097 0.105 0.121 0.114 0.053
APE. | 12.652 15.311 4.365 7.231 10.318

Table 5.14: Quantitative Mismatch between the Original and the Recovered Hexagon in
Each Simulated Position (CRS-M Sensor and V.R. Algorithm).
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